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HAKKIMIZDA
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Deagalgar Teknik Malz. ve Dig Tic, Ltd. St

1996 SISTEM DOGALGAZ TEK. MALZ. VE DIS TiC. LTD. STi.,2996 yilinda Merdin TELEFONCU tarafindan dogalgaz ve LPG icin
gaz ekipmanlari tedarikgisi olarak faaliyetine baslamistir. Ayni yil icerisinde gaz filtreleri ve regllatorleri Ureticisi olan
FAG S.r.l. firmasi ile ayar,6lclim ve kontrol cihazlari Greten SEITRON S.p.A. firmasinin Turkiye distrib(tért olmus ve bu
Urlnlerin Turkiye’de ve komsu Ulkelerde pazarlamasini ve satisini Ustlenmistir.

1999 LPG sektorinin en bilinen markalarindan biri olan NOVACOMET firmasinin da Turkiye distribUtoraliguna alarak Grln
gamini genisletmistir. Firmamiz ayni zamanda CLESSE INDUSTRIES e ait bir diger marka olan CLESSE markal Grtnlerin
de pazarlama ve satisinda yetkilidir.

2005 FAG firmasinin sektériin en biyiik firmalarindan biri olan bagka bir italyan firmasi Pietro Fiorentini tarafindan satin
alinmasi Uzerine firmamiz gaz filtreleri ve gaz regulatérleri sinifinda PIETRO FIORENTINI'nin Turkiye'deki bir diger
distribttoria olmustur.Hala Gretime devam etmekte olan FAG firmasinin distribttorligtiine devam etmekte olup, Fag
markali mazot filtrelerinin Turkiye satisini gerceklestirmektedir.

2008 Cavagna Industrie grup firmalarindan biri olan GECA S.r.l. firmasinin Tirkiye distribUtérid olmustur.

2011 NOVACOMET ve CLESSE markali tiriinlerin Tiirkiye disinda iran,Irak,Gircistan,Rusya,Ukrayna,Azerbaycan,Ozbekistan
ve diger Turk Cumhuriyetler’inde de distribUtér olarak yetkilendirilmistir.

2013 Firmamiz Uretime gecmis ve kendi markasi olan SISTEM DOGALGAZ adi altinda gaz filtreleri ve gaz regiilatorleri
retimine baslamistir.

1996 SISTEM DOGALGAZ TEK. MALZ. VE DIS TIC. LTD. STI. was founded in 1996 by Merdin TELEFONCU with the aim of
supplying the gas equipments mainly for Natural gas and LPG. The company became distributor in Turkey of company
FAG S.r.l. manufacturing gas filter and gas regulators and company SEITRON S.p.A. producing adjustment,measurement
and control devices and undertook sales and marketing of these products in Turkey and neighbouring countries.

1999 Expanded its product range becoming distributor in Turkey of NOVACOMET that is one of the well known brands of LPG
sector. Our company is entitled to sell and market CLESSE, another brand of CLESSE INDUSTRIES , branded products
also.

2005 Became another distributor in Turkey of PIETRO FIORENTINI for gas filters and gas requlators after FAG had been

acquired by PIETRO FIORENTINI, one of the biggest company of the sector.Our company is still in cooperation with FAG
company still going on production and promote FAG diesel oil filters in Turkey.

2008 Became authorized distributor in Turkey of GECA S.r.l., one of companies belong to Cavagna Industrie.

2011 Has been authorized as distributor of NOVACOMET and CLESSE branded products in Iran,lraq,Georgia,Russia, Ukraine,
Azerbaijan,Uzbekistan besides Turkey.

2013 Started to manufacture gas filters and gas requlators under its own brand SISTEM DOGALGAZ.
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MAZOT FiLTRELERI
DIESEL OIL FILTERS

Ozellikler

¢ Kolay bakim
e Tekrar kullanilabilir filtre kartusu
e Tum filtrelere sizdirmazlik testi yapilir

Features

e Fasy maintenance
e Reusable filter cartridge
e All filters are tested for tightness

KOD TANIM

CODE DESCRIPTION
29151/PL 3/8” Plastik mazot filtresi — paslanmaz gelik filtre elemani, 100 um

3/8” Filter — Plastic bowl Smooth stainless steel filtering elements,100 um
29151/PE 3/8” Ppolietilen mazot filtresi — paslanmaz gelik filtre elemani, 100 um
3/8” Filter — Polyetylen bowl Smooth stainless steel filtering elements, 100 pm
29153/PL %" Plastik mazot filtresi — paslanmaz gelik filtre elemani, 100 pm
%" Filter — Plastic bowl Smooth stainless steel filtering elements,100 pm
29202/PL %" Plastik mazot filtresi — paslanmaz gelik filtre elemani, 100 um / 60-40 um
%" Filter — Plastic bowl Pleated stainless steel filtering elements, 100 um / 60-40 um
29202/AL %" Aliminyum mazot filtresi — paslanmaz gelik filtre elemani, 100 um / 60-40 pm
%" Filter — Aluminium bowl Pleated stainless steel filtering elements, 100 um / 60-40 um




FILTRELER

FILTERS

DISLi FILTRELER
THREADED FILTERS

Gaz hatlarinda kontrol cihazlari,regilator,sayag,kombi gibi cihazlardan 6nce monte edilir.Gaz hattindaki toz ve kir partikillerini

tutarak kendisinden sonra monte edilen cihazlari korumaktadir.YUksek filtreleme kapasitesine sahip filtre kartusu bulunmaktadir.
Dogalgaz,LPG ve korozif olmayan tiim gazlar igin uygundur.TS 10276 standardina gore Uretilmektedir.

Gas filters are installed upstream of pressure regulator,meter,control devices in gas pipeline.They protect the equipments installed
downstream,preventing the passage of dust and solid particles in the gas. Filter cartridge ensures high filtration capacity. They are
suitable for all types of natural gas,LPG and non corrosive gases. All filters are produced in accordance with TS 10276 standard.

Teknik Ozellikler Technical Specifications

Govde : Aliminyum Body s Aluminium

Baglanti caplari :%” .27 (disli, UNI-ISO 7/1) Connections %7 ..2" (threaded, UNI-ISO 7/1)
Max giris basinci : 6 bar Max inlet pressure ;6 bar

Test basinci : 10 bar Test pressure : 10 bar

Filtreleme kapasitesi :<50 um Filtration capacity <50 um

Calisma sicakligi :-20°C...+80°C Working temperature :-20°C...+80°C

BAGLANTI CAPI
CONNECTIONS

KOMBI FILTRELERI / SMALL FILTERS

SDKF015 1/2" x 1/2" 6 bar
SDKF020 3/4” x 3/4” 6 bar
SDF015 1/2” x1/2” 6 bar
SDF020 3/4” x 3/4” 6 bar
SDF025 1"x1” 6 bar
SDF032 1% x1%” 6 bar
SDF040 1% x1%" 6 bar
SDF050 2" x2" 6 bar




FILTRELER

FILTERS

FLANSLI FILTRELER
FLANGED FILTERS

DIN 3386 standartlarina gore dizayn edilen flansli filtreler dogalgaz, LPG ve korozif olmayan her tip gaz icin kullanilabilir.YUksek
filtreleme gerektiren sistemlerde, kontrol cihazlarinin, basing regilatérlerinin,sayaglarin korunmasi icin kullaniimaktadir. Yiksek
filtreleme kapasitesine sahip genis ylzeyli kartusu toz ve kat partikilleri tutarak filtreden sonra monte edilen cihazlarin bakim
sikligini azaltir. Filtre giris ve cikisinda test noktasi baglantilari mevcuttur.

Flanged filters designed in accordance with the provisions of DIN 3386 standards can be used for all types of natural gas,LPG and
not corrosive gases. They are widely used for protection of control devices,pressure requlators,meters and on systems requiring
high degree of filtration. The high filtration capacity of the cartridges and their broad surface allow separation of both dust and solid
particles reducing maintenance times for the equipment installed downstream.All the filters cover are filled with connections for the
test point both at the filter inlet and outlet.

Teknik Ozellikler Technical Specifications
Govde : Aliminyum Body : Aluminium
Baglanti caplari : DN65...DN100 (flansli PN16) Connections : DN65...DN150 (flanged PN16)
Max giris basinci : 6 bar Max inlet pressure 16 bar
Filtreleme kapasitesi : <50 um Filtration capacity :<50um
Galisma sicakhgi :-20°C...+60°C Working temperature :-20°C...+60°C
Test noktasi : Talebe gore Test point :on request
Manometre : Talebe gore Manometer :on request
KOD / CODE BAGLANTI CAPI / CONNECTIONS PMAX
24207/F DN65 6 bar
24208/F DN80 6 bar
24209/F DN100 6 bar
24210/F DN125 6 bar
24211/F DN150 6 bar




REGULATORS
REGULATORS

PMAX <1 BAR

PMAX < 5 BAR

PMAX 2 5 BAR

DUSUK BASING REGULATORLER
LOW PRESSURE REGULATORS

e SD
e AG
e STB27

ORTA BASINGC REGULATORLER
MEDIUM PRESSURE REGULATORS

e BP
o FE
e CN

YUKSEK BASINC REGULATORLER
HIGH PRESSURE REGULATORS

e AP
e HP100
e CN
e DIVAL

e NORVAL




SD

Yay tahrikli bu regilatorler genellikle kombi,briilor ve endistriyel mutfak cihazlarinin besleme hatlarinda kullanilir.Her tip dogalgaz,
LPG ve korozif olmayan gazlar icin domestik ve endistriyel tesisatlarda kullanilabilir.Bazi modeller,cikis basincinin belirlenen
degerden yiuksek olmasi halinde gaz akisini kesen yiksek basin¢g kapama valfine (OPSQ) sahiptir. Tim reglilatorler TS EN 88-2
standardina gore dizayn edilmis ve Gretilmistir.

These spring loaded regulators are generally used in supply lines of combi boilers,burners and industrial kitchens .They can be used
forall types of natural gas,LPG and non corrosive gases in both domestic and industrial installations. Some models are equipped with
an Over Pressure Shut Off (OPSO) safety device which stops the gas flow in case the outlet pressure is higher than defined value.All
reqgulators are designed and manufactured in accordance with TS EN 88-2 standard.

Teknik Ozellikler Technical Specifications
Max giris basinci -1 bar Max inlet pressure o1 bar
Cikis basing aralig - 10 + 300 mbar Outlet pressure range :10 + 300 mbar
Shut off basing araligi :30 + 400 mbar Lock up pressure range  : 30 +400 mbar
Baglanti caplari 2%, %", 17 (disli UNIFISO 7/1'e gbre) Connections B, u, 17
Filtreleme kapasitesi : <50 um (threaded according to UNI-ISO 7/1)
Calisma sicakligi :-20°C...+60°C Filtration capacity :<50 um
Working temperature :-20°C...+60°C
KOD BAGLANTI CAPI AGIKLAMA -
CODE CONNECTIONS DESCRIPTION
SDRO15 »” Gaz regulatort / Gas regulator 1 bar
SDR020 %" Gaz regtilatorl / Gas regulator 1 bar
SDR025 1” Gaz regulatéri / Gas regulator 1 bar
SDFRO15 w” Filtreli gaz regiilatori / Gas regulator with filter 1 bar
SDFR020 %" Filtreli gaz regulatérii / Gas regulator with filter 1 bar
SDFR025 1”7 Filtreli gaz regiilatorii / Gas regulator with filter 1 bar
SDRO15/B %' Emniyet kapatmali regtilatér / OPSO regulator 1 bar
SDR020/B %" Emniyet kapatmali regiilatér / OPSO regulator 1 bar
SDR025/B 1” Emniyet kapatmali regllator / OPSO regulator 1 bar
SDFR0O15/B %’ Filtreli emniyet kapatmali regiilatér / OPSO regulator with filter 1 bar
SDFR020/B %" Filtreli emniyet kapatmali regiilatér / OPSO regulator with filter 1 bar
SDFR025/B 1” Filtreli emniyet kapatmali regiilator / OPSO regulator with filter 1 bar




DUSUK BASING REGULATORLER
LOW PRESSURE REGULATORS PMAX < 1 BAR

Yay tahrikli bu regulatorler genellikle briilor besleme hatlarinda ve dogalgaz ve LPG gaz dagitim hatlarinda kullanilir.UNI EN 88 A
sinifi - grup 2 ozelliklerine gore dizayn edilmis ve Uretilmistir.Dogalgaz,LPG ve korozif olmayan tiim gazlar icin kullanilabilir.

These spring loaded governors are mainly used in supply lines for mixed and combined burners and in the piped distribution of
Natural gas and LPG. They are designed and built in accordance with UNI EN 88 class A - group 2 specifications and can be used for
all types of Natural gas, LPG and non corrosive gases.

Teknik Ozellikler

Max giris basinci

Technical Specifications

: 500 mbar / 1 bar /2 bar Max inlet pressure : 500 mbar / 1 bar /2 bar

Cikis basing araligi :10 + 300 mbar Outlet pressure range : 10 + 300 mbar

Baglanti ¢aplari SN ZS /SR R N 7 N S Connections (B, H”,17,1%7,1%7,27

Filtreleme kapasitesi : 50 um Filtration capacity 150 um

Calisma sicakhgi :-20°C...+60°C Working temperature :-20°C...+60°C

Test noktasi : talebe goére Test point ! on request
[ (e]] BAGLANTI CAPI ACIKLAMA —
CODE CONNECTIONS DESCRIPTION
27051 W Kompakt regulator / Governor 0,5 bar 1 bar 2 bar
27052 %" Kompakt regulator / Governor 0,5 bar 1 bar 2 bar
27053 1” Kompakt regulator / Governor 0,5 bar 1 bar 2 bar
27153 1% Gaz regulatoru / Gas regulator 0,5 bar 1 bar 2 bar
27154 1% Gaz reguilatori / Gas regulator 0,5 bar 1 bar 2 bar
27155 2" Gaz regtilatorl / Gas regulator 0,5 bar 1 bar 2 bar
28051 wn Filtreli kompakt regilatér / Governor with filter 0,5 bar 1 bar 2 bar
28052 %" Filtreli kompakt regilator / Governor with filter 0,5 bar 1 bar 2 bar
28053 1” Filtreli kompakt regulator / Governor with filter 0,5 bar 1 bar 2 bar
28153 1% Filtreli gaz regiilatorii / Gas regulator with filter 0,5 bar 1 bar 2 bar
28154 1% Filtreli gaz regiilatori / Gas regulator with filter 0,5 bar 1 bar 2 bar
28155 2" Filtreli gaz regulatérii / Gas regulator with filter 0,5 bar 1 bar 2 bar
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DUSUK BASING REGULATORLER

LOW PRESSURE REGULATORS PMAX < 1 BAR

STB27

Bu servis regllatorleri,gaz basincini maksimum 500 mbar besleme basincindan gaz cihazinin servis basincina disirmektedir.
Genellikle konutlarda ve ticari tesisatlarda kullanilir ve gaz sayacindan sonra yerlestirilir. Dogalgaz,LPG ve agresif olmayan tim
gazlar ( hava,nitrojen...) icin uygundur. Giris kisminda filtre bulunmaktadir.Bazi modellerde otomatik ya da manuel reset disiik
basing kapama valfi (UPSO) mevcuttur.

e Dogrusal (STB27L) ya da 90° kose baglanti (STB27R)

e Balansh dizayni sayesinde stabil ¢ikis basinci

These service governors regulate the gas pressure from 500 mbar maximum supply pressure to the service pressure of a gas appliance.
They are mainly used in residential and commercial gas installations and are commonly [°Cated upstream to a gas meter.They are
suitable for Natural Gas,LPG and other non aggressive gases (air,nitrogen...). A mesh filter is mounted in the inlet connection.
Automatic or manual reset Under Pressure Shut Off (UPSO) are available on certain models.

e Geometry adapted to the mounting in line (STB27L) or right angle (STB27R)

e Stable outlet pressure thanks to balanced seat design

Teknik Ozellikler Technical Specifications

Max girig basinci : 500 mbar Max inlet pressure : 500 mbar
Cikis basing arahg : 9-50 mbar Outlet pressure range : 9-50 mbar
Calisma sicakligi :-20°C...+60°C Working temperature :-20°C...+60°C

CAP GIRIS BASINCI CIKIS BASINCI LY LTS
DIAMETER INLET PRESSURE OUTLET PRESSURE LOCK UP
STB27L
NC-52320AB 3/4" x 3/4" 25-400 mbar 21 mbar 12,5 m3/h 15kg/h Manual 12,5 mbar
NC-52322AB 3/4" x 3/4" 25-400 mbar 21 mbar 12,5 m3/h 15 kg/h Automatic 12,5 mbar
NC-52321AB 3/4" x 3/4" 25-400 mbar 21 mbar 12,5m3/h 15 kg/h Manual 12,5 mbar
NC-52323AB 3/4" x 3/4" 25-400 mbar 21 mbar 12,5m3/h 15 kg/h Automatic 12,5 mbar



IKINCi KADEME REGULATORLER
SECOND STAGE REGULATORS

ORTA BASING REGULATORLER

MEDIUM PRESSURE REGULATORS PMAX < 5 BAR

d P A

NC-0900 NC-1050 NC-1110 NC-1200
NC-1112
NC-0600 NC-0780A NC-1100
NC-0780B
NC-0780B
KOD MODEL CAP KAPASITE GiRi$ BASINCI CIKI$ BASINCI
NC-0600 BP-1803 % x3/8” 4 kg/h 16 bar 30 mbar
NC-0780A BP-1813AC %" x3/8” 4kg/h 1-16 bar 20-90 mbar
NC-0780B BP-1813AH %" x3/8” 4 kg/h 1-16 bar 5-300 mbar
NC-0780B BP-1813AH %’ x3/8” 4 kg/h 1-16 bar 5-300 mbar
NC-0860 BP-2205 WX " 10 kg/h 0.5-4 bar 30 mbar
NC-0900 BP-2210 WX 12 kg/h 0.5-4 bar 30 mbar
NC-1050 BP-2303 %X %" 30 kg/h 0.5-4 bar 30 mbar
NC-1070 BP-2303A WX %" 30 kg/h 0.5-4 bar 20-300 mbar
NC-1100 BP-2402 %"x1” 40 kg/h 0.5-4 bar 30 mbar
NC-1110 BP-2402A %"x1” 40 kg/h 0.5-4 bar 10-190 mbar
NC-1112 BP-2402AP 1%"x1” 40 kg/h 0.5-4 bar 20-300 mbar
NC-1200 BP-2402L 17x1 %" 60 kg/h 0.5-4 bar 30 mbar
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BP-2203/0PSO

OPSO VALFLi BASING REGULATORU

Cogunlukla domestik ve ticari gaz tesisatlarinda ikinci kademe regtilator olarak kullanilir. Dogalgaz,LPG,hava, nitrojen ve diger

agresif olmayan gazlar ile kullanilabilir.Birinci kademe regiilatore baglanarak cift kademeli regilator elde edilebilir.

OPSO: Montaji 90° ‘lik aciile 4 farkli pozisyonda yapilabilir.Acik veya kapali oldugunu gosteren seffaf kapagi vardir.Mihirleme
kablosu beraberinde verilir.Kolay resetlenebilir : basligin dénmesi tam resetlemeden 6nce basincin dengelenmesine olanak
saglar.

UPSO (opsiyonel): Acik veya kapali oldugunu gosteren seffaf kapagi vardir.Kolay resetlenebilir.Resetlenmesi OPSO resetinden
bagimsizdir.

PRV: Basing tahliye valfi.Bazi modellerde gereksiz OPSO midahalelerinden kaginmak ve termal genlesmeden kaynaklanan
basing artislarini tahliye etmek icin sinirli tahliye vanasi bulunmaktadir.

PRESSURE REGULATOR WITH OPSO SAFETY VALVE

They mainly used in domestic and commercial gas installations where they provide the second stage regulation function.They can

be used with Natural gas,LPG,air,nitrogen and other non aggressive gases.They can be integrated in a complete double stage unit.

OPSO: OPSO assembly can be provided in 4 positions (90°). Visual indicator displays open-close state. Sealing wire is provided.
Easy resetting: cap rotation allows pressure balancing before complete resetting.

UPSO (optional): Visual indicator displays open-close state. Easy resetting,independent from OPSO resetting.

PRV: Pressure relief valve.Certain models are equipped with a limited capacity pressure relief valve that discharges thermal
expansion over pressures and avoids any unnecessary OPSO triggering.

Teknik Ozellikler Technical Specifications

Giris basing aralig :0,5+5 bar Inlet pressure range :0,5+5 bar

Cikis basing araligl :16 + 300 mbar Outlet pressure range :16 + 300 mbar

Galisma sicakhgi :-20°C...+60°C Working temperature :-20°C...+60°C (-4...+140F)



ORTA BASING REGULATORLER

MEDIUM PRESSURE REGULATORS PMAX < 5 BAR

BP 2204/0PSO - BP2284

OPSO VALFLi BASING REGULATORU

Emniyet kapatmali bu disilik basing regilatorler agirlikh olarak saya¢ kutularinda kullanilir. Dogalgaz,LPG,SNG ve diger agresif

olmayan tiim gazlar (hava,nitrojen,..) ile kullanilabilir. Cift yonli giris ¢ikis baglantisi sayesinde her sekilde montaji yapilabilmektedir.

Fabrika cikisinda bu giris ve cikislardan birine konulmus olan koér tapalar,istenilen konumu elde etmek icin sokilip digerine
takilabilir.

OPSO: Kolay resetlenebilir : bashgin donmesi tam resetlemeden 6nce basincin dengelenmesine olanak saglar. Acik veya kapall
oldugunu gosteren seffaf kapagi vardir. Miihiirleme kablosu opsiyoneldir.

UPSO (opsiyonel): OPSO resetinden bagimsiz sekilde basma butonu ile kolaylikla resetlenebilir.

PRV (opsiyonel): Gereksiz OPSO mudahalelerinden kaginmak ve termal genlesmeden kaynaklanan basing artislarini tahliye
etmek icin sinirli tahliye vanasi bulunmaktadir.

Vent: Vent, regillator glivenli olmayan ya da hava almayan bir bolgeye monte edildiginde bir boruya baglanabilir.

Test noktasi (opsiyonel): Regiile edilen basincin kontrol edilmesini saglar.

PRESSURE REGULATOR WITH OPSO SAFETY VALVE

This low pressure regulator with OPSO safety valve is mainly dedicated to meter box installations. They can be used with all types

of gases: natural gas,LPG,SNG and other non aggressive gases (air,nitrogen,..).Thanks to its dual inlet and outlet connection the

regulator can be used in all types of installation geometry.The plugs,factory fitted on one of these inlets and outlets,can be unscrewed

and moved so as to achieve the desired geometry.

OPSO: Easy resetting : cap rotation allows pressure balancing before complete resetting. Visual indicator displays open-close
state. Sealing wire (optional).

UPSO (optional): Push button easy resetting,independent from OPSO resetting.

PRV (optional): A limited capacity pressure relief valve discharges thermal expansion over pressures and avoids any unnecessary
OPSO triggering.

Vent : The vent can be connected to a pipe ( to be used when the regulator is installed in a not ventilated or safe area).

Test point (optional): a “hose” type test point allows controlling the requlated pressure.

15



BP 4203

CIFT KADEMELI DUSUK VE ORTA BASINC REGULATORU

Bu regilator genellikle maksimum 5 bar giris basincli dogalgaz ve LPG sebeke tesislerinde sayactan énce kullanilir.LPG tesisatlarinda
genellikle ikinci kademe regilator olarak kullanilir.Dogalgaz,LPG veya diger agresif olmayan tiim gazlar (hava,nitrojen,...) ile
kullanilabilir.

e Adapte edilebilen gift giris ve cikis yapisi: Dogrusal, agisal ya da U versiyon
e Mikemmel basing kontroli

e Dayanikli ve saglam dizayn

e OPSO : Kolay resetleme , gériinlr yesil gosterge

e  UPSO(opsiyone)l : Basma butonlu ya da cekme kollu.Goruinlir gosterge.

e  Basing tahliye vanasi

e Opsiyonel kapak yapisi: 3 farkli kapak versiyonu

DOUBLE STAGE LOW AND MEDIUM PRESSURE REGULATOR

This regulator is commonly used in the facilities of the network with maximum pressure of 5 bar as a regulator upstream of the
meter.In LPG installations (non-network) is commonly used as a second stage regulator.It can be used with natural gas,LPG or other
non-aggressive gases (air,nitrogen,...).

e Adaptable double inlet and outlet construction: In line, angular or U version

e Excellent pressure control

e Heavy duty and robust design

e OPSO : Easy resetting, visible green indicator

e UPSO (optional) : With push button or pull rod operation.Visible indicator.

e Pressure relief valve

e Optional cover configuration : 3 different cover version



ORTA BASING REGULATORLER
MEDIUM PRESSURE REGULATORS PMAX < 5 BAR

YUKSEK KAPASITELI DUSUK VE ORTA BASINC REGULATORLER

Yiksek kapasiteli bu distk ve orta basing regllatorler endlstriyel tesisatlarda ve sebeke tesisatlarinda kullanilir.LPG,SNG ve
dogalgaz tesisatlarinda kullanilir.Ayrica diger agresif olmayan gazlarla da (hava,nitrojen...) kullanilabilir.Bazi modeller OPSO ve
UPSO valfler ile donatilmistir. OPSO/UPSO valfi olmayan modellere daha sonra OPSO/UPSO baglanabilir.

e Kompakt ve saglam dizayn

e Balansl dizayni sayesinde stabil cikis basinci
e  Limitli tahliye vanasi (1492BF modelinde)

e Kolay bakim imkani

HIGH CAPACITY LOW AND MEDIUM PRESSURE REGULATORS

These very high capacity, low and medium pressure regulators and their associated safety devices are used in industrial and
networks applications.They are used in LPG, SNG or natural gas installations. They can also be used with other non-agressive gases
(air,nitrogen,... ).Certain models are preequipped with an OPSO/UPSO safety device. Models delivered without an OPSO/UPSO can
be equipped at a later date with OPSO/UPSO safety device.

e Compact and robust design
e Stable outlet pressure thanks to balanced seat design
e Internal limited capacity relief valve (model 1492BF)

e Easily dismountable for inspection and maintenance

BAGLANTI
CONNECTIONS

GIiRi$ BASINCI
INLET PRESSURE

GIKIS BASINCI
OUTLET PRESSURE

DUSUK BASING - LOW PRESSURE

CN-A10 BP 1491 BF 17 x1” 0,5-5(0,3) bar 16 — 110 mbar - -
CN-A10 BP/B 1491 BF-OPSO 1”7 x1” 0,5-5(0,3) bar 16 — 110 mbar 60 — 180 mbar 10 — 50 mbar

CN-A20 BP 1492 BF 1"x1 %" 0,5-5(0,3) bar 16 — 110 mbar - -
CN-A20 BP/B 1492 BF-OPSO 1"x1 %" 0,5-5(0,3) bar 16 — 110 mbar 60 — 180 mbar 10 — 50 mbar

CN-A50 BP 1495 BB DN50 x DN50 0,5-5 (0,3) bar 16 — 120 mbar - -
CN-A50 BP/B 1495 BB-OPSO DN50 x DN50 0,5-5(0,3) bar 16 — 120 mbar 60 - 160 mbar 10 — 90 mbar

ORTA BASING - MEDIUM PRESSURE

CN-A10 MP 1491 MF 1"x1” 1-5 bar 95 - 450 mbar - -
CN-A10 MP/B 1491 MF-OPSO 1”x1” 1-5 bar 95 - 450 mbar 120 - 600 mbar 50 - 250 mbar

CN-A20 MP 1492 MF 1"x1 %" 1-5 bar 95 - 450 mbar - -
CN-A20 MP/B 1492 MF-OPSO 1"x1 %" 1-5 bar 95 - 450 mbar 120 - 600 mbar 50 - 250 mbar

CN-A50 MP 1495 MB DN50 x DN50 1-5 bar 110 - 320 mbar - -
CN-A50 MP/B 1495 MB-OPSO DN50 x DN50 1-5 bar 110 - 320 mbar 250 — 650 mbar 50 — 250 mbar
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FE SERISI
FE SERIES

Yay tahrikli iki kademeli FE serisi regllatorler genellikle domestik ve endUstriyel tesisatlarda dogalgaz,LPG ve korozif olmayan gazlar

ile kullanilir.Gaz sayacina dogrudan montaji yapilabilir veya genel boru hattinda kullanilabilir.Hava sartlarindan korunmasi sartiyla

her sekilde montaji yapilabilir.Cift kademeli dizayni sayesinde,ylksek hassasiyet ve ylksek emniyet elde etmek mimkiindr.

Montajin kapali alana yapildigi yerlerde dahili tahliye venti boruyla disariya verilebilir.Montaj islemi kolaydir.Regllatérler EN13785

standardina gore Uretilmektedir.

The FE series of two stage self-driven spring loaded regulators are widely used in both civil and industrial installations using natural

gas, LPG and other non corrosive gases. They are designed for either direct installation to a gas meter or use in general pipeline work.

They can be mounted in any position provided they are protected from weather. Thanks to the concept of double regulation stage,
it is possible to achieve high accuracy and high operating reliability. Where the installation is in an enclosed area, the internal relief
vent can be piped to outside. Simple installation procedure.The regulators are manufactured according to EN13785.

Teknik Ozellikler

Giris basing aralig :0.15+5 bar

Max izin verilen basing : 8,6 bar

Cikis basing araligi : BP:13+180 mbar / TR:180+500 mbar
Shut off arahgi : BP:35+800 mbar / TR:300+800 mbar
Caplar =" -1

Technical Specifications

Input pressure range 20,3+ 5 bar

Max allowable pressure : 8,6 bar

Outlet pressure range . BP:13 + 100 mbar / MP:100+350 mbar
Shut off range : BP:32+160 mbar / MP:155+500 mbar
Diameters $1”x1 %"



ORTA BASING REGULATORLER

MEDIUM PRESSURE REGULATORS PMAX < 5 BAR

FEX

Cift kademeli emniyet kapatmali diisiik ve orta basing gaz regulatorii.Domestik ve endistriyel tesisatlarda dogalgaz,LPG ve korozif
olmayan tim gazlar icin kullanilabilir. Gaz sayacina dogrudan montaji yapilabilir veya genel boru hattinda kullanilabilir Hava
sartlarindan korunmasi sartiyla her pozisyonda montaji yapilabilir.Kapali yerlere ya da yer alti tesisatlara montaji yapiimasi halinde
dahili tahliye valf venti boru ile disariya verilebilir.Cift kademeli dizayni sayesinde yiiksek hassasiyet,ist diizeyde emniyet elde
etmek mimkindir.Montaji kolaydir.UNI 8827 standardina gore Uretilmektedir.

FEX two stage self-driven pressure requlators are widely used both in civil end industrial installations using Natural gas, LPG or not
corrosive gases. They are designed for direct installation to a gas meter or use in general pipeline work. They can be installed in any
position provided that they are protected against atmospheric agents. The internal relief valve vent can be convoyed outside in case
of installation with closed rooms or for underground plants. Thanks to the concept of double regulation stage, it is possible to achieve
a high accuracy and high operating reliability. Simple installation pr°Cedure. The regulator are manufactured according to UNI 8827

Teknik Ozellikler Technical Specifications

Girig basing arahig 10,3+ 5 bar Input pressure range :0,3+5bar

Max izin verilen basing : 8,6 bar Max allowable pressure : 8,6 bar

Cikis basing aralig : BP:13 + 100 mbar / MP:100+350 mbar Outlet pressure range : BP:13 + 100 mbar / MP:100+350 mbar
Shut off araligi : BP:32+160 mbar / MP:155+500 mbar Shut off range : BP:32+160 mbar / MP:155+500 mbar
Caplar 2171 %" Diameters :1"x1 %"

19



20

BiRINCi KADEME REGULATORLER
FIRST STAGE REGULATORS

AdAé

NC-2205 NC-1050 NC-2201 NC-2311 NC-2560BC
NC-2050 NC-2300AE NC-2800 NC-2811 NC-2555AA
KOD MODEL (o] KAPASITE GiRi$ BASINCI CIKIS BASINCI
NC-2050 APR-8510 AR S/ 8 kg/h 1-16 bar 0.5-4 bar
NC-2070 APR-8510 WX 8 kg/h 1-16 bar 0.4-1.5 bar
NC-2201 APZ-12 %X w” 12 kg/h Pd+1-16 bar 0.5-2 bar
NC-2205 APZ-12 AR/ 12 kg/h Pd+1-16 bar 1-3 bar
NC-2300AE APZ-250 %' x3/8" 30 kg/h Pd+0.5-16 bar 1-3 bar
NC-2311 APZ-250 % x3/8” 30 kg/h Pd+1-16 bar 1-3 bar
NC-2800 APZ-55 % x3/8" 55 kg/h Pd+0.5-16 bar 1-3 bar
NC-2811 APZ-55 %’ x3/8” 55 kg/h Pd+1-16 bar 0,5-2 bar
NC-2555AA APS-2000 %" x %" 150 kg/h Pd+0.5-16 bar 1-3 bar
NC-2555BB APS-2000 %" X %" 150 kg/h Pd+0.5-16 bar 1-3 bar
NC-2560BF APS-2000 %" x %" 150 kg/h Pd+0.5-16 bar 0.5-2 bar
NC-2560BH APS-2000 'S/ 150 kg/h Pd+0.5-16 bar 0.5-2 bar
NC-2555AB APS-2000 1”x1” 150 kg/h Pd+0.5-16 bar 1-3 bar
NC-25608B) APS-2000 1”7 x 1" 150 kg/h Pd+0.5-16 bar 1-3 bar
NC-2560BC APS-2000 1”7x1” 150 kg/h Pd+0.5-16 bar 0.5-2 bar




YUKSEK BASING REGULATORLER

HIGH PRESSURE REGULATORS PMAX 2 5 BAR

APS2

YUKSEK BASING OPSO VALFLi REGULATOR

Ust limit emniyet kapatmali bu basing regiilatérii LPG,dogalgaz,hava,nitrojen ve diger agresif olmayan gazlar ile kullanilabilir.LPG
sisteminde cogunlukla birinci kademe regtilasyon icin kullanilmakta olup genellikle tank valfinin Gzerine monte edilir.Modellere
bagli olarak,giris baglantisi ¢ikis baglantisi ile dogrusal ya da gikis baglantisina 90 lik agidadir.Cikis basinci sabit,ayarlanabilir(dahili
ayar) ya da degisken (harici ayar) olabilir.

HIGH PRESSURE REGULATOR WITH OPSO SAFETY VALVE

This pressure requlator,equipped with an integral Over Pressure Shut Off device (OPSO) is used with LPG (butane,propane and
their mixes),natural gas,air,nitrogen and other non aggressive gases.lIt is used for LPG in vapour service , not in liquid service.In
an LPG system, it is mainly used to regulate the first stage and it is generally installed onto the gas off-take tank valve.Depending
on models the inlet connection is in line with the outlet connection or 90° from the outlet connection. Outlet pressure can be
fix,adjustable(internal adjustment) or variable (external adjustment).

GIRi$ BASINCI GIKIS BASINCI FLOW RATE MANOMETER
INLET PRESSURE (P) OUTLET PRESSURE (PD) CAP
BAR BAR SIANEIES INLET OUTLET
NC-6880AA 2+16 bar 1,5 1"x 1" 240 kg/h 200 m3/h 2,5(2+4) Plug G1/4 Plug G1/4
NC-6880AB 2+16 bar 1,5 1" x1" 240 kg/h 200 m3/h 2,5(2+4) Plug G1/4 Test point
NC-6880AC 1+16 bar 0,5 1"x 1" 240 kg/h 200 m3/h 2,5(2+4) Plug G1/4 Mano G1/4
NC-6880BA Pd+0,5+16 bar 1+3 1"x1" 240 kg/h 200 m3/h 4(2+4) Mano G1/4 Mano G1/4
NC-6880CA Pd+0,5+16 bar 0,75(0,5+2) 1" x1" 240 kg/h 200 m3/h 2,5(2+4) Plug G1/4 Test point
NC-6880CB Pd+0,5+16 bar 0,5+2 1"x 1" 240 kg/h 200 m3/h 2,5(2+4) Plug G1/4 Plug G1/4
NC-6880CC Pd+0,5+16 bar 0,5:2 1"x1" 240 kg/h 200 m3/h 2,5(2+4) Mano G1/4 Mano G1/4
NC-6880TA 4 1 1"x 1" 240 kg/h 200 m3/h 2 Plug G1/4 Mano G1/4
NC-6880TB 4 0,3 1"x1" 240 kg/h 200 m3/h 0,6 Plug G1/4 Plug G1/4
NC-6880TC 4 1 1" x1" 240 kg/h 200 m3/h 2 Plug G1/4 Plug G1/4

NC-6880MA

2,5+16 bar

APSM (OPSO-ACTIVE-MONITOR + REGULATOR)

0,75

1" % 1"

240 kg/h

200 m3/h

2,5(2+4)

Test point

Test point
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HP100

YUKSEK KAPASITELIi YUKSEK BASINC REGULATORLER

HP100 ve HP100/B (emniyet kapatmali) serisi yay tahrikli orta ve yiiksek basing gaz regilatorleri.Genellikle iyi performans ve
debideki degisimlere cabuk cevap istenen gaz dagitim hatlarinda kullanilir.Dogalgaz,LPG ve korozif olmayan gazlar ile kullanilabilir.
Domestik,ticari ve endistriyel LPG uygulamalarinda cogunlukla birinci kademe regiilator olarak kullanilir.

HIGH CAPACITY HIGH PRESSURE REGULATORS

The HP100 and HP100/B series of self actuated spring loaded, diaphragm controlled balanced plug regulators are suitable for
medium and high pressures. They are widely used in the distribution of Natural Gas, LPG and other non corrosive gases where good
performance of regulation and fast response to flow rate variations are required.They are widely used as 1st stage reduction for
domestic, commercial and industrial LPG applications.

Teknik Ozellikler Technical Specifications

Giris basing aralig :1+20bar Input pressure range :1+20bar

Cikis basing arahig : 200 + 800 mbar / TR : 800 + 4500 mbar Outlet pressure range ! 200 + 800 mbar / TR : 800 + 4500 mbar
Shut off araligi : 300 + 7000 mbar Shut off range : 300 + 7000 mbar

Caplar 1 17x1” Diameters :17x1”



YUKSEK BASING REGULATORLER
HIGH PRESSURE REGULATORS PMAX = 5 BAR

YUKSEK KAPASITELI YUKSEK BASINC REGULATORLER

Bu yliksek basing regilatorler yiiksek kapasiteli tesisatlarda ¢ogunlukla birinci kademe regtlator olarak kullanilir.Dogalgaz,LPG ve
diger agresif olmayan gazlar (hava,nitrojen,...) ile kullanilabilir. Ayrica limitor olarak da (monitor olarak da adlandirilir) kullanilir
,regilator ile seri olarak monte edilir ve sonraki cihazin biraz Gizerinde bir basinca ayarlanir. Givenlik valfi bulunmayan modellerin
coguna yliksek basinca karsi (OPSO) ve diistik basinca karsi (UPSO) valf baglanabilir.

e Kompakt ve saglam dizayn
e Kolay bakim imkani
e Yiksek performans,stabil ¢ikis basinci

e Farkli tesisatlara adapte edilebilen baglanti : disi ya da flansh,dogrusal ya da 90° (1391/1392 modelleri)

HIGH CAPACITY HIGH PRESSURE REGULATORS

These high pressure regulators are mainly used as first stage regulator in high capacity installations. They can be used with natural
gas,LPG and other non-aggressive gases (air,nitrogen,...). They are also used as limiters (also called monitor) and mounted in series
with the regulator,and they are set to a pressure which is slightly above that of the latter.Most of models delivered without a safety
valve can be equipped with a safety device against overpressure (OPSO) and against underpressure (UPSO).

e Compact and robust design
e Easily dismountable for inspection and maintenance
e High-performance,well stabilised output pressure

e Connections adapted to various applications : female or flanged,in line or 90° position (1391/1392 models)

KOD BAGLANTI GIRI$ BASINCI GIKIS BASINCI

CODE MIODEE CONNECTION INLET PRESSURE OUTLET PRESSURE OFs0 SO
CN-A10 AP 1391 HF 1"x1” 2,5-16 bar 0,3 -4 bar -
CN-A10 AP/B 1391 HF-OPSO 1"x1” 2,5-16 bar 0,3—4bar 600 — 4200 mbar 200 - 900 mbar
CN-A20 AP 1392 HF 1"x1 %" 2,5—-16 bar 0,3—4 bar -
CN-A20 AP/B 1392 HF-OPSO 1"x1 %" 2,5-16 bar 0,3—4 bar 600 — 4200 mbar 200 - 900 mbar
CN-A20 APF 1392 HB DN50 x DN50 2,5-16 bar 0,3 -4 bar -
CN-A50 AP 1395 HB DN50 x DN50 2,5-16 bar 0,3 -4 bar -
CN-A50 AP/B 1395 HB-OPSO DN50 x DN50 2,5-16 bar 0,3-4bar 600 — 4200 mbar 200 - 900 mbar

23



DIVAL 500

Yay tahrikli emniyet kapatmali DIVAL 500 serisi dlisiik,orta ve ylksek basing regtilatérler.Dahili impuls hatti mevcuttur.Daha yiiksek
kapasite elde etmek igin regiilatdre ve emniyet kapatma valfine disaridan impuls hatti baglantisi yapmak mimkindir.Sanayi ve

ticari tesisatlarda dogalgaz,LPG ve korozif olmayan tim gazlar icin kullanilabilir.

The DIVAL 500 series of spring loaded, diaphragm controlled balanced plug gas regulators are suitable for low, medium and high
pressure.Divals and shut-off device series regulators are supplied with internal sensing lines. Both the regulator and the shut-off
device are preset for optional connection to an external sensing line by the customer.They are widely used in both civil and industrial
installations using Natural Gas, LPG and other non corrosive gases.

Teknik Ozellikler
Giris basing aralig|

Gikis basing aralig

Shut off ayar aralig

Caplar
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:BP :0.5 + 10 bar
MP:0.5 + 20 bar
TR:0.5 + 20 bar

:BP:13 + 100 mbar

MP:100 + 300 mbar
TR:300 + 3000 mbar

: OPSO (iist limit)

BP :30 + 180 mbar
MP:40 + 450 mbar
TR:250 + 5500 mbar

: UPSO (alt limit)

BP :6 + 60 mbar
MP:10 + 240 mbar
TR :100 + 3500 mbar

(1717 -1%"x 1%

Technical Specifications

Inlet pressure range

Outlet pressure range

Shut off range

Diameters

:BP:0.5+ 10 bar

MP:0.5 + 20 bar
TR:0.5 + 20 bar

:BP :13 =100 mbar

MP:100 + 300 mbar
TR:300 <+ 3000 mbar

: OPSO (Over pressure)

BP :30 + 180 mbar
MP:40 + 450 mbar
TR:250 + 5500 mbar

: UPSO (under pressure)

BP :6 + 60 mbar
MP:10 + 240 mbar
TR :100 + 3500 mbar

$17x17-1%"x1 %"



YUKSEK BASING REGULATORLER

HIGH PRESSURE REGULATORS PMAX 2 5 BAR

DIVAL 600

Disuk ve orta basing gaz regtilatori DIVAL 600. Modiler tasarimi,6l¢liyl degistirmeden ayni govde Gizerine emniyet kapatma valfi
montaji yapmaya ve cihazin “in line monitor” olarak kullanimina izin verir.Ustten giris dizayni gévdeyi hattan sékmeden kolay
bakim yapma imkani saglar. Bu 6zelligi regilatort tim uygulamalar igin uygun bir Griin haline getirmektedir.

Dival 600 series pressure gas regulators are direct acting devices for low,medium and high pressure applications controlled by a
diaphragm and counter spring.Modular design of pressure regulator allows the installation of an incorporated slam shut or device
for use as “in line monitor” on the same body without changing the face-to-face dimension.Furthermore the truly “top entry design”
allows an easy periodical maintenance without removing body from the line. The features of Dival 600 series requlators make it a

product suitable for any application.

Teknik Ozellikler Technical Specifications

Girig basing arahig
Cikis basing arahig

Caplar

:0,1+ 20 bar
:BP: 12+85 mbar

MP : 80+340 mbar
TR : 300+4200 mbar

: DN4OXDN40 (1 %” ) -

DN5S0XDN50 (27)

Input pressure range
Outlet pressure range

Diameters

10,1+ 20 bar
:BP:12+85 mbar

MP : 80+340 mbar
TR : 300+4200 mbar

: DN4OXDN40 (1%” ) -

DN5S0xDN50 (2”)
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YUKSEK BASINGC REGULATORLER

HIGH PRESSURE REGULATORS PMAX < 1 BAR
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NORVAL

Yay tahrikli disiik,orta ve yiiksek basing gaz regiilatérii. Onceden temizlenmis korozif olmayan tim gazlar ile kullanilabilir.
Moduler tasarimi,6lcliyl degistirmeden ayni gévde Uzerine “in line monitor” olarak kullanimi icin emniyet kapatma valfi montaji
yapmaya olanak saglar.Ustten giris dizayni gévdeyi hattan sékmeden kolay bakim yapma imkani verir. Bu ézelligi regiilatérii tim
uygulamalar i¢in uygun bir trlin haline getirmektedir. Ters sekilde montaji yapilabilir.

NORVAL pressure regulators are direct acting devices for low,medium and high pressure applications, controlled by a diaphragm
and counter spring.These requlators are suitable for use with previously filtered, non corrosive gases and Bio Gas, depending upon
its composition. The modular design of the Norval pressure regulator allows the addition of a slam shut device for use as an “in
line monitor” installed in the same body, without changing the face-to-face dimensions.Norval’s truly “top entry” design allows for
easy maintenance without having to remove the body from the line.The features of the requlator make it a suitable product for any
application. The regulator can be mounted upside down.

Teknik Ozellikler Technical Specifications

Girig basing araligi  :0,1+ 19 bar Input pressure range : 0,1+ 19 bar

Cikis basing araligi  : 8 + 4400 mbar Outlet pressure range : 8 + 4400 mbar

Caplar : DN50XDNS50 ( 2” ) - DNS8OXDNSO (3”) Diameters : DN50XDN50 ( 2” ) - DNS8OXDNS8O (3”)



OPSO VALFLER
OPSO VALVES

DUSUK VE ORTA BASING OPSO VALFLER
LOW AND MEDIUM PRESSURE OPSO VALVES

OPSO-UPSO SAFETY VALVES FOR HIGH CAPACITY REGULATORS
YUKSEK KAPASITELI REGULATORLER ICIN OPSO VALFLER
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492 OPSO VALFLER

DUSUK VE ORTA BASING OPSO VALFLER

Yiiksek basing kapama valfi (OPSO) regiile edilen basincin tanimlanan degerin (zerinde olmasi durumunda gaz akisini
keser.LPG,Dogalgaz,SNG tesisatlarinda kullanilir.Diger agresif olmayan gazlarla da kullanilabilir. Regiilatoriin dogru sekilde
calismamasindan (icindeki birikintiden,buz parcasindan...) ya da borulardaki LPG’nin yeniden sivilasmasindan kaynaklanan ylksek
basingtan tesisati korumaktadir. Bu valfler tek basina kullanilacagi gibi bir regulatére de baglanabilir.
e Dusuk basing modelleri (492L) genellikle regililatorin girisine monte edilir ve ¢ikis basincina hissedici bir boru baglanir
(harici hissedici).

e  Yiksek basingc modeller (492H) regilatoriin girisine (harici hissedici) ya da c¢ikisina (dahili hissedici) monte edilir.

LOW AND MEDIUM PRESSURE OPSO VALVES
These Over Pressure Shut Off (OPSO) stops the gas flow in event the regulated pressure is greater than a defined value.They are used
LPG,natural gas and SNG installations. They can also be used with other non aggressive gases (air,nitrogen,...).They protect from
overpressures generated by a malfunctioning of the regulator (debris on the seat,ice blocking,...) or a re-liquefaction of LPG in the
pipes.These valves can be used as a stand alone product or be integrated to any gas regulator.
e Low pressure models (492L) are generally installed upstream the regulator and a sensing pipe is connected to the
downstream presssure (external sensing).
e High pressure models (492H) are installed either upstream the regulator (external sensing) or downstream the regulator
(internal sensing).

KOD AL BAGLANTI CAPI MAX GiRi$ BASINCI (Ps) KAPATMA BASINCI IMPLUS HATTI

CODE CONNECTIONS MAX SUPPLY PRESSURE TRIP-OFF PRESSURE IMPULSE
NC-4394AA 4921 OPSO % x %’ 16 bar 100 (80 + 140) mbar Harici
NC-4394AB 492L OPSO % XA 16 bar 100 (80 + 140) mbar Harici
NC-4393AA 492H OPSO % x % 16 bar 2,5(2+4)bar Dahili
NC-4393AB 492H OPSO %X N 16 bar 2,5(2+4)bar Dahili



OPSO VALFLER

OPSO VALVES

6592-6595 OPSO VALFLER

OPSO-UPSO SAFETY VALVES FOR HIGH CAPACITY REGULATORS

Bu ylksek kapasiteli OPSO valfler tesisati regtilatoriin dogru sekilde calismamasindan (icindeki birikintiden,buz pargasindan...) ya
da borulardaki LPG’nin yeniden sivilasmasindan kaynaklanan yiksek basingtan korumak igin 1391-1392-1395-1492-1495 model
endustriyel regiilatérlere monte edilir. 6592BM ve 6595BM modelleri UPSO glivenligi de saglamaktadir.

e 6592 valfler 1391-1392 (1392HE harig) ve 1492 (1492HE haric) model regiilatorlere monte edilebilir

e 6595 vafler 1395 ve 1495 model gaz regiilatorlerine monte edilebilir.

YUKSEK KAPASITELI REGULATORLER iCIN OPSO-UPSO VALFLER

These large capacity OPSO valves can be mounted on industrial regulators 1391-1392-1395-1492-1495 in order to protect the
installation from overpressures generated by a malfunctioning of the regulator (debris on the seat,ice blocking,...) or re-liquefaction
of LPG in the pipes. 6592BM and 6595BM can also provide an UPSO safety.

e 6592 valves can be mounted on 1391 -1392 (except 1392HE) ve 1492 (except 1492HE) model regulators

e 6595 valves can be mounted on 1395 ve 1495 model regulators.
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GAZ ALARM DEDEKTORLERI
GAS ALARM DETECTORS

DOMESTiIK GAZ DEDEKTORLERI
RESIDENTIAL GAS DETECTORS

ENDUSTRIYEL GAZ DEDEKTORLERI
INDUSTRIAL GAS DETECTORS

PORTATIF GAZ DEDEKTORU
PORTABLE GAS DETECTOR

30



DOMESTIK GAZ DEDEKTORLERI

RESIDENTIAL GAS DETECTORS

BEAGLE

BEAGLE MET DOGALGAZ ALARM CIHAZI - NATURAL GAS ALARM DETECTOR

BEAGLE LPG LPG ALARM CIHAZI - LPG ALARM DETECTOR

BEAGLE CO CO ALARM CIHAZI - CO ALARM DETECTOR

BEAGLE DOUBLE DOGALGAZ VE CO ALARM CIHAZI - NATURAL GAS AND CO ALARM DETECTOR
SEGUGIO

SEGUGIO MET DOGALGAZ ALARM CIHAZI - NATURAL GAS ALARM DETECTOR

SEGUGIO LPG LPG ALARM CIHAZI - LPG ALARM DETECTOR

SEGUGIO CO CO ALARM CIHAZI - CO ALARM DETECTOR

SEGUGIO DOUBLE DOGALGAZ VE CO ALARM CIHAZI - NATURAL GAS AND CO ALARM DETECTOR

AKSESUARLAR - ACCESSORIES
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BEAGLE MET

D e e e— i

® Oscitron

DOGALGAZ GAZ KACAK DEDEKTORU

230V selenoid valfi kumanda edebilen domestik dogalgaz alarm cihazi.Test tusu vardir.CEI-EN 50194-1 standardi ile uyumludur ve
IMQ isaretlidir.Sensoéri kalibre edilmistir ve kullanici tarafindan kolaylikla degistirilebilir.

METHANE GAS LEAKAGE DETECTOR

Domestic methane gas detector with facility for driving 230V~ cut-off valves.Test button.In compliance with CEI-EN 50194-1 standard.
IMQ quality mark and compliance with CEI-EN 50194-1 certify the absolute reliability and efficiency of the device. Precalibrated
sensor, directly replaceable by user.

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply :230V

Sensor tipi : Yari iletken,kalibreli degistirebilir sensor Sensor type : Semiconductor,precalibreated replacable sensor
Sensor omri Syl Sensor life :5years

Alarm esigi 1 %10 LEL Alarm threshold : %10 LEL

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED : Aktif Green LED ! Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olguler : 107x85x38 mm Dimensions : 107x85x38 mm
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DOMESTIK GAZ DEDEKTORLERI

RESIDENTIAL GAS DETECTORS

BEAGLE LPG

£l Oseilron

LPG GAZ KACAK DEDEKTORU

230V selenoid valfi kumanda edebilen domestik LPG alarm cihazi. Test tusu vardir.CEI-EN 50194-1 standardi ile uyumludur ve IMQ
isaretlidir.Sensori kalibre edilmistir ve kullanici tarafindan kolayhkla degistirilebilir.

LPG GAS LEAKAGE DETECTOR

Domestic LPG gas detector with facility for driving 230V~ cut-off valves.Test button.In compliance with CEI-EN 50194-1 standard.
IMQ quality mark and compliance with CEI-EN 50194-1certify the absolute reliability and efficiency of the device. Precalibrated
sensor, directly replaceable by user.

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply :230V

Sensor tipi : Yari iletken,kalibreli degistirebilir sensor Sensor type : Semiconductor,precalibreated replacable sensor
Sensor omri Syl Sensor life :5years

Alarm esigi 1 %10 LEL Alarm threshold : %10 LEL

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED : Aktif Green LED ! Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olguler : 107x85x38 mm Dimensions : 107x85x38 mm
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KARBONMONOKSIT GAZ KACAK DEDEKTORU

Selenoid valf,fan ya da baska elektrikli akttatorleri kumanda edebilme 6zelligine sahip mikroislemci tabanli 230V beslemeli
domestik karbonmonoksit alarm cihazi.Sensori kalibre edilmistir ve kullanici tarafindan kolaylikla degistirilebilir.EN 50291-1
standardi ile uyumludur.

CARBON MONOXIDE GAS LEAKAGE DETECTOR

Microprocessor based domestic carbon monoxide detector with facility for the drive of cut-off valves, fans or any other electrical
actuators with 230V~ power supply. Carbon monoxide detection with accumulation mode: it simulates the gas accumulation in the
human body according to standard EN 50291-1.

Teknik Ozellikler Technical Specifications

Besleme 1230V Power supply :230V

Sensor tipi : Elektrokimyasal,kalibreli degistirebilir sensor Sensor type ! Electrochemical,precalibreated replacable sensor
Sensor omri Syl Sensor life :5years

Alarm esigi 130 ppm Alarm threshold : 30 ppm

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED : Aktif Green LED ! Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olguler : 107x85x38 mm Dimensions : 107x85x38 mm
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DOGALGAZ VE KARBONMONOKSIT GAZ KACAK DEDEKTORU

230V selenoid valfi veya fani kumanda edebilen domestik dogalgaz (CH4) ve karbon monoksit (CO) alarm cihazi.Test tusu vardir.

EN 50291 standardi ile uyumlu degildir.

METHANE AND CARBON MONOXIDE GAS LEAKAGE DETECTOR

Domestic methane (CH4) gas and carbon monoxide (CO) detector with facility for driving 230V~ cut-off valves or fans. Test button.

Not compliant with EN 50291.

Teknik Ozellikler

Besleme 1230V

Sensor tipi : Yari iletken sensor

Sensor omri :Syil

Alarm esigi : %10 L.E.L. (CH4) , 80 ppm (CO)
Ses ikazi :85dB

Yesil LED : Aktif

Cok renkli LED : Kirmizi CH4, Mavi CO

Kirmizi LED :Alarm

Koruma sinifi 1P 42

Olcliler : 107x85x38 mm

Technical Specifications

Power supply 230V

Sensor type : Semiconductor sensor

Sensor life :5years

Alarm threshold : %10 L.E.L. (CH4), 80 ppm (CO)
Alarm buzzer :85dB

Green LED : Active

Multicolour LED : Red CH4, Blue CO

Red LED :Alarm

Protection grade : IP 42

Dimensions : 107x85x38 mm
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DOGALGAZ GAZ KACAK DEDEKTORU

230V ve 12V selenoid valfi kumanda edebilen mikroislemci tabanh domestik dogalgaz alarm cihazi.Sensoéri kalibre edilmistir ve
kullanicr tarafindan kolaylikla degistirilebilir. ilave bir gaz sensorii baglanabilir.CEI-EN 50194-1 standardi ile uyumludur ve IMQ
isaretlidir.

METHANE GAS LEAKAGE DETECTOR

Microprocessor based domestic methane gas detector with facility for driving both 230V~ and 12V~/= cut-off valves. Mute and
test functions. Precalibrated sensor,directly replaceable by user. IMQ quality mark and compliance with CEI-EN 50194-1 certify the
absolute reliability and efficiency of the device

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply :230V

Sensor tipi : Yari iletken,kalibreli degistirebilir sensor Sensor type : Semiconductor,precalibreated replacable sensor
Sensor omri Syl Sensor life :5years

Alarm esigi : %10 LEL Alarm threshold : %10 LEL

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED : Aktif Green LED ! Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olgiiler : 84x148x40 mm Dimensions : 84x148x40 mm
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230V ve 12V selenoid valfi kumanda edebilen mikroislemci tabanl domestik LPG alarm cihazi.Sensor kalibre edilmistir ve kullanici

tarafindan kolaylikla degistirilebilir.ilave bir gaz sensérii baglanabilir. CEI-EN 50194-1 standardi ile uyumludur ve IMQ_isaretlidir.

LPG GAS LEAKAGE DETECTOR

Microprocessor based domestic LPG gas detector with facility for driving both 230V~ and 12V~/= cutoff valves. Mute and test
functions. Precalibrated sensor,directly replaceable by user. IMQ quality mark and compliance with CEI-EN 50194-1 certify the

absolute reliability and efficiency of the device.

Teknik Ozellikler

Besleme
Sensor tipi
Sensoér omri
Alarm esigi
Ses ikazi
Yesil LED
Sari LED
Kirmizi LED
Koruma sinifi
Olciiler

Technical Specifications

1230V Power supply 1230V

: Yari iletken,kalibreli degistirebilir sensor Sensor type : Semiconductor,precalibreated replacable sensor
:Sil Sensor life !5 years

: %10 LEL Alarm threshold : %10 LEL

:85dB Alarm buzzer :85dB

. Aktif Green LED : Active

: Hata Yellow LED : Fault

:Alarm Red LED :Alarm

1P 42 Protection grade : IP 42

: 84x148x40 mm Dimensions : 84x148x40 mm
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KARBONMONOKSIT GAZ KACAK DEDEKTORU

Selenoid valf,fan ya da baska elektrikli aktiiatérleri kumanda edebilme 6zelligine sahip mikroislemci tabanli 230V beslemeli
domestik karbonmonoksit alarm cihazi.EN 50291 standardi ile uyumludur.

e Biriken gaz yogunluguna goére karbonmonoksit kagak tespiti.Calisma sekli biriken gazin insan viicudundaki davranisi
gibidir.EN50291 standardi ile uyumludur.

e Alarm esik degerine gore karbomonoksit kacak tespiti.EN50291 standardi ile uyumlu degildir.

METHANE GAS LEAKAGE DETECTOR

Microprocessor based domestic carbon monoxide detector with facility for the drive of cut-off valves, fans or any other electrical
actuators with 230V~ power supply.

e Carbon monoxide detection with accumulation mode: it simulates the gas accumulation in the human body according to
standard EN50291.

e Carbon monoxide detection with threshold mode. Not compliant with EN 50291.

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply 230V

Sensor tipi : Elektrokimyasal sensor Sensor type ! Electrochemical sensor
Sensor omri Syl Sensor life : 5 years
Onalarmesigi  : 16 ppm Prealarm threshold: 16 ppm

Alarm esigi : 80 ppm Alarm threshold : 80 ppm

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED . Aktif Green LED : Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED 1 Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olgiiler : 84x148x40 mm Dimensions : 84x148x40 mm
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DOGALGAZ VE KARBONMONOKSIT GAZ KACAK DEDEKTORU

230V selenoid valfi kumanda edebilen 2 ayri réle cikisina sahip mikroislemci tabanh domestik dogalgaz ve karbonmonoksit alarm
cihazi. Sensoru kalibrelidir Karbonmonoksit kagak tespiti biriken gaz yogunluguna gore: EN50291-1 standardina gore biriken gazin
insan vicudundaki davranisi gibidir. Dogalgaz kacak tespiti kullanici tarafindan kolaylikla degistirilebilir. Karbonmonoksit kagak
tespiti EN 50291-1 standardina, dogalgaz kagak tespiti EN 194-1 standardina goredir.

METHANE AND CARBON MONOXIDE GAS LEAKAGE DETECTOR

Microprocessor based domestic methane and carbon monoxide detector equipped with two separated output relays with facility
for driving 230V~ cut-off valves. Sensors assembled on precalibrated modules replaceable by user.Carbon monoxide detection with
accumulation mode: it simulates the gas accumulation in the human body according to standard EN 50291-1. Methane detection
according to ssstandard EN 50194-1.

Teknik Ozellikler Technical Specifications

Besleme 1230V Power supply 230V

CH4 Sensor tipi : Yari iletken,kalibreli degistirebilir sensor CH4 Sensor type : Semiconductor,precalibreated replacable sensor
CO Sensor tipi : Elektrokimyasal,kalibreli degistirebilir sensor CO Sensor type : Electrochemical,precalibreated replacable sensor
Sensor omri Syl Sensor life :5years

Alarm esigi : %10 L.E.L. (CH4), 30 ppm (CO) Alarm threshold : %10 L.E.L. (CH4), 30 ppm (CO)

Ses ikazl :85dB Alarm buzzer :85dB

Yesil LED : Aktif Green LED ! Active

Sar1 LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm

Koruma sinifi 1P 42 Protection grade : IP 42

Olgiiler : 84x148x40 mm Dimensions : 84x148x40 mm
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AKSESUARLAR
ACCESSORIES

ACM MO1

Kalibre edilmis degistirilebilir dogalgaz sensori. Segugio ve
Beagle icin uygundur.

Precalibrated replaceable gas sensor for methane gas
leakage detectors. Suitable for Sequgio and Beagle product.

ACM GO1

Kalibre edilmis degistirilebilir LPG sensori. Segugio ve Beagle
icin uygundur.

Precalibrated replaceable gas sensor for LPG gas leakage
detectors. Suitable for Segugio and Beagle product.

CHM 088 BXS
Kalibre edilmis degistirilebilir CO sensori. Segugio ve Beagle
icin uygundur.

Precalibrated replaceable gas sensor for CO gas leakage
detectors with threshold and accumulation mode. Suitable
for Segugio and Beagle product.

CHM 088 BXS

Test gazi.Dogalgaz ve LPG kagak dedektorleri igindir. 70 test
yapilabilir.

Bump-Test cylinder for LPG and methane gas leakage
detectors, for ca. 70 tests.

ACC SGB 6A

Yedek batarya.Dogalgaz ve LPG alarm cihazlari igin uygundur
Batarya N.K 12V selenoid valf ile yaklasik 3 saate idare
etmektedir.

Back battery for methane and LPG gas detectors .Battery
autonomy ~3 hours with N.C. 12V 2VA electrovalve .



ENDUSTRIYEL GAZ DEDEKTORLERI

INDUSTRIAL GAS DETECTORS

GAZ KACAK SISTEMLERI - GAS LEAKAGE SYSTEMS
4 ZONLU GAZ KACAK SISTEMI - FOURGATE SYSTEM

8 ZONLU GAZ KACAK SISTEMI - EIGHTGATE SYSTEM

32 ZONLU GAZ KAGAK SISTEMI - MULTIGATE SYSTEM

KONTROL PANELLERI - CENTRAL UNITS
RGI ME1 MSX2

RGI GP1 MSX2

RGI 001 MSX2

RGI 000 MBX2

RGI 000 MSX4

RGY 000 MBP4

RGY S00 MBP4

RXA 01M

RS0021

TRANSMITTERLER - TRANSMITTERS

4 VE 8 ZONLU GAZ KACAK SISTEMi TRANSMITTERLERI - FOURGATE AND EIGHTAGE SYSTEM TRANSMITTERS
32 ZONLU GAZ KACAK SiISTEMi TRANSMITTERLERI - MULTIGATE SYSTEM TRANSMITTERS

SX DEDEKTORLER ROLE CIKISLI — SX DETECTORS WITH RELAY OUTPUT

SENSORLER - SENSORS
SGI ME1
SGI GP1

AKSESUARLAR - ACCSESSORIES
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4 ZONLU GAZ KACAK SISTEMI

4 zonlu gaz kacgak sistemi; 4 farkli bolgeyi kontrol edebilen bir kontrol paneli ve bu panele baglanan dogalgaz,LPG,CO ve benzin
buhari transmitterlerinden olusan gaz kagak sistemidir.Sistemin ayrica EN 60079-29-1 (performans) standardi ile uyumlu olan ve
ATEX zone 1 bolgesinde galisabilen dogalgaz transmitteri de bulunmaktadir RS232 data ¢ikish kontrol paneli (RGY SO0 MBP4) de
mevcuttur.

FOURGATE SYSTEM

Fourgate system is a 4 zone gas detection system for methane,LPG,CO and gasoline vapour ,based on a central unit connected to 4
remote transmitters.The system features also a methane transmitter for ATEX zone 1,compliant with the standard EN 60079-29-1
(performances).Possibility of RS232 output (RGY SOO MBP4).

Karbonmonoksit transmitteri , 4 20 mA

Carbon monoxide trasnmitter, 4 +20 mA

SXCNO01001 0..500 ppm

12 Vdc yedek batarya

12 Vide backup batte
P ry Dogalgaz, LPG, benzin buhari transmitteri,

4120 mA
Methane,LPG or gasoline vapour trasnmitter,
4 +20 mA

SX--04001  %S0LEL
SX--06001 %100 L.E.L

Dogalgaz , LPG , CO ya da benzin buhar
transmitteri, 4 +20 mA

Methane,LPG,CO or gasoline vapour
trasnmitter , 4 +20 mA

Kontrol paneli - Central unit
RGY 000 MBP4

SXC201001 0..500 ppm
SX-204001 %50 L.E.L.
SX-206001 %100 LE.L

Dogalgaz transmitteri , 4 20 mA
ATEX sertifikali , bolge 1

Selenoid valf Korna
Solenoid valve Buzzer

Methane trasnmitter , 4 20 mA
ATEX certified, zone 1

SGY MEO V4XD %100 L.E.L.
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8 ZONLU GAZ KAGAK SISTEMI

8 zonlu gaz kacak sistemi; 8 farkli bolgeyi kontrol edebilen bir kontrol paneli ve bu panele baglanan LPG, dogalgaz ,CO ve benzin
buhari transmitterlerinden olusan 8 zonlu gaz kacak sistemidir. Sistemin ayrica EN 60079-29-1 (performans) standardi ile uyumlu
olan ve ATEX zone 1 bdlgesinde calisabilen dogalgaz transmitteri de bulunmaktadir.

EIGHTGATE SYSTEM

Eightgate system is a 8 zone gas detection system for methane, LPG, CO and gasoline vapor, based on a central unit connected to 8
remote transmitters. The system features also a methane transmitter for ATEX zone 1, compliant with the standard EN 60079-29-1

(performances).

Karbonmonoksit transmitteri, 4 +20 mA

Carbon monoxide trasnmitter, 4 20 mA

SXCNO1001 0..500 ppm

12 Vdc yedek batarya
12 vdc backup battery Dogalgaz, LPG, benzin buhari transmitteri ,

4 +20 mA
Methane,LPG or gasoline vapour trasnmitter ,
420 mA

SX--04001 %50 LE.L
SX--06001 %100 L.E.L.

Dogalgaz , LPG , CO ya da benzin buhan
transmitteri, 4 +20 mA

Methane,LPG,CO or gasoline vapour

Kontrol paneli - Central unit
trasnmitter, 4 +20 mA

RXA 01M

SXC201001 0..500 ppm
SX-204001 %50 LE.L.
SX-206001 %100 L.E.L.

Dogalgaz transmitteri , 4 +20 mA

Selenoid valf Korna ATEX sertifikal , bolge 1

i B
Solenoid valve uzzer Methane trasnmitter , 4 20 mA

ATEX certified, zone 1

SGY MEQ V4XD %100 L.E.L.
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32 ZONLU GAZ KACAK SISTEMI
Multigate sistem,kontrol paneli araciligiyla 32 bolgenin kontrol edilebildigi S-bus sistemidir.Dogalgaz,LPG,CO ve benzin buhari

transmitterleri kullanilabilir. Max kablo mesafesi 1000 m. Multigate sistem otoparklar i¢in de uygundur.

ACS W01 ACD 501
Bilgisayar igin yazilim Goriuntileme modili
Supervisory software for PC Display module

ACI 501 ACC SGB 12
8 giris modiili 12Vdc yedek batarya
8 input module 12 Vdc backup battery
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MULTIGATE SYSTEM

Multigate is a S-Bus protocol based system, featuring a central unit with up to 32 peripheral devices connected on a Bus extended
up to 1000 m. The gas transmitters are for methane, LPG, CO and gasoline vapor. Multigate system is also very well suited for the
management of parking lots, thanks to several specific embedded features.

SXCN 01004 0..500ppm
Karbonmonoksit transmitteri , 4 <20 mA

Carbon monoxide trasnmitter , 4 +20 mA

SX-N04 004 %50 L.E.L.
Dogalgaz,LPG,benzin buhar transmitteri , 4 <20 mA

Methane, LPG,petrol vapour transmitter , 4 +20 mA

SX-N06004 %100 L.E.L.
Dogalgaz,LPG,benzin bubari transmitteri , 4 +20 mA

Methane, LPG,petrol vapour transmitter , 4 +20 mA

SX=204004 %50 L.E.L.
Dogalgaz,LPG,benzin buhari transmitteri , 4 +20 mA

Methane,LPG,petrol vapour transmitter , 4 =20 mA

5X-206004 %100L.E.L.
Dogalgaz,LPG,benzin buhar transmitteri , 4 <20 mA

Methane, LPG,petrol vapour transmitter, 4 +20 mA

Maksimum 32 transmittere kadar
Up to 32 transmitters

45



RGI ME1 MSX2

2 ZONLU KONTROL PANELi - DOGALGAZ SENSORLU

iki réle cikish,dahili sensérlii dogalgaz kontrol paneli.ilave bir sensér baglanarak ikinci bir bolge kontrol edilebilir ve yedek batarya
(ACCSGB12) baglanabilir.Reset tusu vardir.LED gostergelidir.Bu kontrol paneline SGI sensor baglanabilir.

2 ZONE CONTROL UNIT - WITH INTERNAL METHANE SENSOR

Detector for natural gas leakages with two relay outputs, internal sensor and facility for a second remote sensor and for back-up
battery (ACCSGB12) . Reset button. LED indicators.SGI remote sensor can be connected to this control panel.

Teknik Ozellikler

Besleme
Sensor tipi
Sensdr 6mru
Alarm esigi
Yesil LED
Sari LED
Kirmizi LED
Koruma sinifi
Olciiler

46

1230V

: Yari iletken ,dogalgaz igin
Syl

: %13 L.E.L.

. Aktif

: Hata

:Alarm

:IP 54

1 79x134x62 mm

Technical Specifications
Power supply :230V

Sensor type : Semiconductor, for natural gas
Sensor life :5years

Alarm threshold : %13 L.E.L.

Green LED : Active

Yellow LED : Fault

Red LED :Alarm

Protection grade : IP 54

Dimensions 1 79x134x62 mm
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RGI GP1 MSX2

2 ZONLU KONTROL PANELI - LPG SENSORLU

iki réle cikisl,dahili sensorlii LPG kontrol paneli.ilave bir sensér baglanarak ikinci bir bolge kontrol edilebilir ve yedek batarya
(ACCSGB12) baglanabilir.Reset tusu vardir.LED gostergelidir.Bu kontrol paneline SGI sensor baglanabilir.

2 ZONE CONTROL UNIT - WITH INTERNAL LPG SENSOR

Detector for LPG leakages with two relay outputs, internal sensor and facility for a second remote sensor and for back-up battery
(ACCSGB12) . Reset button. LED indicators.SGI remote sensor can be connected to this control panel.

Teknik Ozellikler Technical Specifications

Besleme 1230V Power supply :230V

Sensor tipi : Yari iletken ,LPG igin Sensor type : Semiconductor, for LPG
Sensor omri Syl Sensor life :5years

Alarm esigi : %13 L.E.L. Alarm threshold : %13 L.E.L.

Yesil LED . Aktif Green LED : Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED s Alarm Red LED :Alarm

Koruma sinifi :IP 54 Protection grade : IP 54

Olciiler : 79x134x62 mm Dimensions 1 79x134x62 mm
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RGI 001 MSX2

2 ZONLU KONTROL PANELI

iki role cikish iki sensor baglanabilen 2 zonlu gaz kacak kontrol paneli. Reset tusu vardir.LED g&stergelidir.Bu kontrol paneline SGI

serisi sensorler baglanabilir.

2 ZONE CONTROL UNIT

Central unit for gas leakage sensors with two relay outputs, inputs for 2 remote sensors. Reset button. LED indicators.SGI remote
sensors can be connected to this control panel.

Teknik Ozellikler

Besleme
Koruma sinifi
Olciiler

Yesil LED
San LED
Kirmizi LED

1230V

:IP 54

1 79x134x62 mm
: Aktif

: Hata

:Alarm

Technical Specifications

Power supply :230V
Protection grade : IP 54

Dimensions 1 79x134x62 mm
Green LED :Active

Yellow LED : Fault

Red LED rAlarm



ENDUSTRIYEL GAZ DEDEKTORLERI

INDUSTRIAL GAS DETECTORS

RGI 000 MBX2

2 ZONLU KONTROL PANELI - RAY TiPi

3 moddl DIN ray tipi kontrol paneli,iki role cikish, 2 sensor girisi ve yedek batarya (ACCSGB12) girisi.Test ve reset tislarl.ATEX olarak
siniflandiriimamis bolgeler igindir.

2 ZONE CONTROL UNIT - DIN RAIL

Central unit for gas leakage sensors in 3 module DIN-rail case, with two relay outputs, inputs for 2 remote sensors (1) and for back-
up battery (ACCSGB12). Test and reset buttons. For non-classified ATEX zones.

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply :230V
Koruma sinifi 1P 30 Protection grade : IP 30

Olciiler : 96x53x73 mm Dimensions 1 96x53x73 mm
Yesil LED : Aktif Green LED : Active

Sari LED : Hata Yellow LED : Fault

Kirmizi LED :Alarm Red LED :Alarm
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RGI 000 MSX4

4 ZONLU KONTROL PANELI

4 zonlu kontrol paneli.4 sensor baglanabilir.2 réle gikisi, reset ve test tusu,alarm durum hafizasi vadir. LED gostergelidir.Yedek

batarya (ACCSGB12) baglanabilir.Bu kontrol paneline SGI serisi sensorler baglanir.

4 ZONE CONTROL UNIT

Central unit for gas leakage sensors; input for up to 4 remote sensors .Reset and test push buttons.Memory of the alarm state. 2
relay outputs. It can be wired to a back-up battery (ACCSGB12). SGI serie remote sensors can be connected to this control panel.

Teknik Ozellikler

Besleme

Tus 1

Tus 2
Koruma sinifi
Olguler

4 Yesil LED
Yanip Sénen LED :
4 Kirmizi LED

1230V

: Test

: Reset

(1P 54
:188x230x114 mm
. Aktif

Hata

:Alarm

Technical Specifications

Power supply
Button 1
Button 2
Protection grade :
Dimensions
4 Green LED
Blinking LED
4 Red LED

1230V
: Test
: Reset

IP 54

:188x230x114 mm
: Active

: Fault

:Alarm
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4 ZONLU KONTROL PANELI
Maksimum 4 bdlgeye kadar gaz yogunlugunu gorintileyebilen 4 zonlu kontrol paneli.Her bir bdlge icin 420 mA LPG,dogalgaz
veya karbon monoksit (CO) transmitteri baglanabilir.Panele baglanabilen transmitterler her bdlge icin farkli olabilir.Kontrol edilen
bolgeler ile ilgili:

e tespit edilen gaz cinsi (LPG,doglagaz ya da CO)

e gazyogunlugu (LPG ve dogalgaz i¢in %L.E.L. cinsinden ,CO i¢in ppm cinsinden)

e  baglanan transmitterin durumu (hata,6n alarm,alarm durumu)

gibi ana bilgiler kontrol paneli ekraninda goriintilenir.

CONTROL UNIT WITH 4 ZONES

Industrial control unit for gas detection with 4 zones fit in a 9 module DIN case capable of monitoring gas concentration up to
maximum 4 zones. Possibility of connecting a 420 mA transmitter in each zone for the detection of LPG, methane or carbon
monoxide (CO). The transmitters which can be wired to the control unit can be different for each zone.Main informations for each
zone are displayed on control unit.The values displayed are as follows :

e the detectable gases ( LPG,methane or CO)
e the actual gas concentration (in terms of L.E.L. % for LPG and methane or ppm for CO)

e the actual state of relevant transmitter ( i.e. fault,prealarm,alarm state).

Teknik Ozellikler Technical Specifications
Besleme 1230V Power supply 230V
Cikiglar 1 4x2 role + 1 yedek réle Outputs :4x2 réle + 1 yedek réle
On alarm esik degeri : %0...100 L.E.L. (LPG ve dogalgaz) , 0...999 ppm (CO) Prealarm threshold  :0...100% L.E.L. (LPG and methane), 0...999 ppm (CO)
Alarm esik degeri 1 %0...100 L.E.L. (LPG ve dogalgaz) , 0...999 ppm (CO) Alarm threshold :0...100% L.E.L. (LPG and methane), 0...999 ppm (CO)
Koruma sinifi :IP 30 Protection guide :IP 30
Olciler 1 90x158x71 mm Dimensions : 90x158x71 mm
LED :Sari LED LED : Yellow LED
Sari LED yanip séniiyorsa Yellow LED flashing
Kirmizi LED Red LED
Kirmizi LED yanip soniyorsa Red LED flashing
Yesil LED Green LED
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RXAO01M

8 ZONLU KONTROL PANELI

Maksimum 8 bdlgeye kadar gaz yogunlugunu gorintileyebilen 8 zonlu kontrol paneli.Her bir bolge icin 4+20 mALPG,dogalgaz,

karbon monoksit (CO) ya da benzin buhari transmitteri baglanabilir.Kontrol panelinin ve transmitterlerin durumu (normal

¢alisma,dn alarm,alarm ya da hata durumu) panel Gzerindeki LED gdstergeleri ile gorilebilir.Panel icerisinde, alarm durumunda

ses ikazi veren korna bulunmaktadir.

CONTROL UNIT WITH 8 ZONES

Industrial control unit for gas detection with 8 zones fit in IP44 capable of monitoring gas concentration up to maximum 8 zones.

Possibility of connecting a 4 .. 20 mA transmitter in each zone for the detection of LPG, methane,carbon monoxide (CO) or gasoline

vapor. The control unit and transmitters’ status (normal operation,pre-alarm,alarm or fault) will be shown through the LEDs on the

front.Internal buzzer.

Teknik Ozellikler

Besleme 1230V

On alarm esik degeri : %2...%32 L.E.L.

Alarm esik degeri :On alarm + %2...%32 L.E.L.

Yesil LED : Besleme / Pil / Hazir

Sari LED : Hata

Kirmizi LED : On alarm / Alarm / Kanal durumu
Koruma sinifi 1P 44

Olguler : 125x320x67 mm

Technical Specifications

Power supply 1230V
Prealarm threshold  : %2...%32 L.E.L.

Alarm threshold :Onalarm + %2...%32 L.E.L.

Green LED : Power / Battery / Ready

Yellow LED : Failure

Red LED : Prealarm / Alarm / Channel status
Protection grade : IP44

Dimensions :125x320x67 mm
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RS0021

S-BUS KONTROL PANELI

RS485 seri haberlesmeli S-Bus protokol tabanli gaz kontrol paneli.Bu kontrol paneli 1000 m kablo mesafesine kadar 32 sensére
baglanabilmektedir.Baglanan her sensoériin durumunu (normal ¢calisma,on alarm,alarm ya da hata durumu) LCD ekrani Gzerinden
kontrol etmek mumkindir.5 réle ¢ikisi bulunmaktadir (6n alarm,alarm 1,alarm 2,hata alarm rélesi ve yedek roéle). Panel
icerisinde,alarm ya da hata durumunda ses ikazi veren korna vardir.

S-BUS CENTRAL UNIT

Gas control unit with RS485 serial communication,based on the S-Bus protocol. This control unit can connect up to 32 peripheral
devices over a Bus up to 1000 m. long. It is possible to check the state of each connected sensor (normal operation,prealarm or
fault) on the backlit LCD. The Multigate central unit features 5 relays outputs (pre-alarm, alarm 1, alarm 2, fault alarm and auxiliary
output). It is not approved for installation in ATEX classified areas.The control unit is fitted with an internal buzzer that allows to
generate audio signals in the event of alarm or failure

Teknik Ozellikler Technical Specifications

Besleme 112V Power supply $12v

Cikis : 5x2A @ 250V SPST Output :5x2A @ 250V SPST

Arahk : %50 ya da %100 L.E.L. (patlayici) Range :50% or 100% L.E.L. (combustible)
250 ya da 500 ppm (zehirleyici) 250 or 500 ppm (toxic)

Koruma sinifi 11P 40 Protection guide : IP 40

Olgliler : 108x156x47 mm Dimensions 1 108x156x47 mm
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4 VE 8 ZONLU GAZ KACAK SISTEMi TRANSMITTERLERI
FOURGATE AND EIGHTAGE SYSTEM TRANSMITTERS

SX TRANSMITTERLER PLASTiK MAHFAZALI

4+20 mA cikish (3 kablolu) dogalgaz,LPG,karbonmonoksit ve benzin buhari kagagini tespit etmek Uzere dizayn edilen gaz
transmitteri.Plastik mahfazasi,elektronik soketi ve mahfazanin altinda bulunan sinterlenmis filtre tarafindan korunan sensori
barindirmaktadir.Cihaz Atex bolgesi olarak siniflandiriilmamis yerlere monte edilir.Asagidaki kontrol panellerine baglanabilir:

e RGY 000 MBP4 (4 zonlu)
e RGY SO0 MBP4 (4 zonlu RS232)
e RXA01M (8 zonlu)

SX TRANSMITTERS WITH PLASTIC HOUSING

Gas concentration transmitter with 4+20 mA current output (three wires) designed for the detection of methane,LPG,carbon
monoxide and petrol vapour.its plastic housing contains an electronic circuit and a sensor properly protected by a sintered filter
placed on the lower side of the housing.The appliance is to be installed in non classified Atex zones.It can be connected to following
control panels:

e RGY 000 MBP4 (4 zone)

*  RGY SO0 MBP4 (4 zone,RS232 output)

e RXAOIM (8 zone)

Teknik Ozellikler Technical Specifications
Besleme :12...24V Power supply 0 12..24V
Cikis :4..20mA Output :4..20 mA
Filtre : Sinterlenmis Filter : Sintered
Koruma sinifi :IP 54 Protection grade : IP 54
Olcliler : 124x134x67 mm Dimensions 1 124x134x67 mm
AL TESPIT EDILEN GAZ OLGUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE
SXCN010001 co 0...500 ppm
SXMN040001 Dogalgaz - Natural gas 0..50 % L.E.L.
SXGN040001 LPG 0..50 % L.E.L.
SXVN040001 Benzin buhari - Petrol vapour 0...50 % L.E.L.
SXMNO060001 Dogalgaz - Natural gas 0..100 % L.E.L.
SXGN060001 LPG 0...100 % L.E.L.
SXVNO60001 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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4 VE 8 ZONLU GAZ KACAK SISTEMi TRANSMITTERLERI
FOURGATE AND EIGHTAGE SYSTEM TRANSMITTERS

SX TRANSMITTERLER Exd METAL MAHFAZALI

4+20 mA cikish (3 kablolu) dogalgaz,LPG,karbonmonoksit ve benzin buhari kagagini tespit etmek Uzere dizayn edilen gaz
transmitteri.Cihaz, elektronik panoyu ve mahfazanin altinda bulunan sinterlenmis filtre tarafindan korunan sensori barindiran Ex
d korumali metal mahfazadan yapilmistir.Asagidaki kontrol panellerine baglanabilir:

e RGY 000 MBP4 (4 zonlu)
e RGY SO0 MBP4 (4 zonlu RS232)
e RXA01M (8 zonlu)

SX TRANSMITTERS WITH Exd METAL HOUSING

Gas concentration transmitter with 4+20 mA current output (three wires) designed for the detection of methane,LPG,carbon
monoxide and petrol vapour. The device is made of a bulky Ex d approved metal case carrying the electronic board and the gas
sensor properly protected by a sintered filter, located in the lower side of the case. It can be connected to following control panels:

e RGY 000 MBP4 (4 zone)
e RGY SO0 MBP4 (4 zone,RS232 output)
e RXAOQIM (8 zone)

Teknik Ozellikler Technical Specifications
Besleme :12...24V Power supply 0 12..24V
Cikis :4..20mA Output :4..20 mA
Filtre : Sinterlenmis Filter : Sintered
Koruma sinifi :IP 54 Protection grade : IP 54
Olcliler : 135x101x72 mm Dimensions :135x101x72 mm
AL TESPIT EDILEN GAZ OLGUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE
S$XC2010001 co 0...500 ppm
SXM2040001 Dogalgaz - Natural gas 0..50 % L.E.L.
SXG2040001 LPG 0..50 % L.E.L.
SXV2040001 Benzin buhari - Petrol vapour 0...50 % L.E.L.
SXM2060001 Dogalgaz - Natural gas 0..100 % L.E.L.
SXG2060001 LPG 0...100 % L.E.L.
SXV2060001 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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SGY MEO V4XD

DOGALGAZ TRANSMITERI ATEX BOLGE 1

4+20 mA cikish (3 kablolu) dogalgaz kagagini tespit etmek lizere dizayn edilen gaz transmitteri.Cihaz, elektronik panoyu ve
mahfazanin altinda bulunan sinterlenmis filtre tarafindan korunan sensoéri barindiran Ex d korumali ATEX onayll metal mahfazadan
yapilmistir. ATEX bolge 1’e monte edilir.Asagidaki kontrol panellerine baglanabilir.

e RGY 000 MBP4 (4 zonlu)
e RGY SO0 MBP4 (4 zonlu RS232))
e RXA 01M (8 zonlu)

METHANE TRANSMITTER ATEX ZONE 1

Gas concentration transmitter with 4=20 mA current output (three wires), designed for the detection of methane gas. The device is
made of ATEX approved metal case with Ex d protection mode,carrying the electronic board and the gas sensor properly protected
by a sintered filter located in the lower side of the case itself. The appliance is to be installed in ATEX zone 1. It can be connected to
following control panels.

e RGY 000 MBP4 (4 zone)
e RGY SO0 MBP4 (4 zone,RS232 output)
e RXAQIM (8 zone)

Teknik Ozellikler
Technical Specifications

Glg kaynagi :12..24V
Cikis 1 420 mA Power supply 0 12.24Vv
Sensor tipi : Katalitik (CESI Ol ATEX 066U onay!) Output : 4+20 mA
Mahfaza : Ex d korumali (FTZU 05 ATEX 0262U onayi) Sensor type : Catalytic (CESI Ol ATEX 066U Approval)
Filtre : Sinterlenmis Housing : Ex d protection (FTzU 05 ATEX 0262U Approval)
Olgiim arahg  : %0...100 L.E.L. Filter : Sintered
Koruma sinifi - IP65 Measurement range: 0...100% L.E.L.
Uyumlu oldugu standartlar: Protection grade : IP65
94/09/CE (ATEX) Compliant with the following standards:
89/336-92/31-93/68 (EMC) 94/09/CE (ATEX)
Ex koruma modu : 89/336-92/31-93/68 (EMC)
EN 60079-1:1997+A1+A2 Ex protection mode:
EN 60079-1:2000 EN 60079-1:1997+A1+A2
Performans ~ :EN 60079-29-1:2000 EN 60079-1:2000
Performances . EN 60079-29-1:2000

Elektromanyetik uygunluk (EMC): EN 50270:1999

Yazilim performansi: EN 50271:2001 Electromagnetic compatibility (EMC): EN 50270:1999

Software performances  : EN 50271:2001
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32 ZONLU GAZ KACAK SISTEMi TRANSMITTERLERI
MULTIGATE SYSTEM TRANSMITTERS

S-BUS TRANSMITTERLER PLASTIK MAHFAZALI

Dogalgaz,LPG,karbonmonoksit ve benzin buhari kacagini tespit etmek (zere dizayn edilen S-bus gaz transmitteri. RS485

haberlesme 0Ozelligine sahiptir.Plastik mahfazasi,elektronik panoyu ve mahfazanin altinda bulunan sinterlenmis filtre tarafindan

korunan sensori barindirmaktadir.Sensori kalibrelidir ve dmri tikendiginde degistirilebilir. RS0021 kontrol paneline baglanir.

S-BUS TRANSMITTERS WITH PLASTIC HOUSING

S-Bus gas transmitter designed for the detection of ethane,LPG,carbon monoxide and petrol vapour.The transmitter features a serial

RS485 communication port.Its plastic housing contains an electronic board and a sensor properly by a sintered filter placed on the
lower side of the housing.Sensor is precalibrated and field replaceable at the end of life.It is connected to control panel RSO021.

Teknik Ozellikler

Technical Specifications

Besleme 112...24v Power supply $12...24v

Cikis : S-Bus Output :S-Bus

Filtre : Sinterlenmis Filter : Sinterled

Koruma sinifi :IP 54 Protection grade : IP 54

Olculer 1 124x134x67 mm Dimensions :124x134x67 mm

e TESPIT EDILEN GAZ OLCUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE

SXCN010004 co 0...500 ppm
SXMNO040004 Dogalgaz - Natural gas 0..50 % L.E.L.
SXGN040004 LPG 0...50 % L.E.L.
SXVNO040004 Benzin buhari - Petrol vapour 0..50 % L.E.L.
SXMNO060004 Dogalgaz - Natural gas 0...100 % L.E.L.
SXGN060004 LPG 0...100 % L.E.L.
SXVN060004 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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32 ZONLU GAZ KACAK SISTEMi TRANSMITTERLERI
MULTIGATE SYSTEM TRANSMITTERS

SX TRANSMITTERLER Exd METAL MAHFAZALI

Dogalgaz,LPG,karbonmonoksit ve benzin buhari kagcagini tespit etmek Gzere dizayn edilen S-bus gaz transmitteri.Transmitter
elektronik panoyu ve mahfazanin altinda bulunan sinterlenmis filtre tarafindan korunan sensori tasiyan EXx d korumali ATEX
onayli metal mahfaza icine yerlestirilmistir.RS0021 kontrol paneline baglanir.

SX TRANSMITTERS WITH Exd METAL HOUSING

S-Bus gas transmitter designed for the detection of methane,LPG,carbon monoxide and petrol vapour.The transmitter is fit inside
an ATEX approved metal case with EXx d protection mode,carrying the electronic board and the gas sensor properly protected by a
sintered filter located in the lower side of the case.lt is connected to control panel RSO021.

Teknik Ozellikler Technical Specifications

Besleme :12...24v Power supply 1 12...24vV

Cikis : S-Bus Output :S-Bus

Filtre : Sinterlenmis Filter : Sintered

Koruma sinifi :IP 54 Protection grade : IP 54

Olguler : 124x134x67 mm Dimensions :124x134x67 mm

e TESPIT EDILEN GAZ OLCUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE

S$XC2010001 co 0...500 ppm
SXM2040001 Dogalgaz - Natural gas 0...50 % L.E.L.
SXG2040001 LPG 0..50 % L.E.L.
SXV2040001 Benzin buhari - Petrol vapour 0...50 % L.E.L.
SXM2060001 Dogalgaz - Natural gas 0...100 % L.E.L.
SXG2060001 LPG 0...100 % L.E.L.
SXV2060001 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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SX DEDEKTORLER ROLE CIKISLI
SX DETECTORS WITH RELAY OUTPUT

SX DEDEKTORLER PLASTiIK MAHFAZALI ROLE CIKISLI

Dogalgaz,LPG,benzin buhari ve karbon monoksit gaz dedektori.Atex olmayan boélgeler igindir ve plastik mahfaza igerisine
yerlestirilmistir. Tum modellerin beslemesi 12 Vdc -%10 / 24 Vdc +%10’dur.

SX DETECTORS IN PLASTIC CASE WITH RELAY OUTPUT

Gas detectors available for methane, LPG, petrol vapour and carbon monoxide. The detector is fit inside in a plastic case for no Atex
zone. The power supply for all the models is 12Vdc -10% / 24Vdc +10%.

Teknik Ozellikler

Technical Specifications

Besleme :12...24v Power supply 1 12...24vV

Cikis 1 3x1A@250V Output :3x1A@250V

Filtre : Sinterlenmis Filter : Sintered

Koruma sinifi :IP 54 Protection grade : IP 54

Olguler : 124x134x67 mm Dimensions :124x134x67 mm

~enL TESPIT EDILEN GAZ OLCUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE

SXCN010003 co 0...500 ppm
SXMN040003 Dogalgaz - Natural gas 0...50 % L.E.L.
SXGN040003 LPG 0..50 % L.E.L.
SXVN040003 Benzin buhari - Petrol vapour 0...50 % L.E.L.
SXMNO060003 Dogalgaz - Natural gas 0...100 % L.E.L.
SXGN060003 LPG 0...100 % L.E.L.
SXVN060003 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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SX DEDEKTORLER ROLE CIKISLI
SX DETECTORS WITH RELAY OUTPUT

SX DEDEKTOR Exd METAL MAHFAZALI ROLE GIKISLI

Dogalgaz,LPG,benzin buhari ve karbon monoksit gaz dedektori.EXx d korumali ATEX onayli metal mahfazaicerisine yerlestirilmistir.
Tam modellerin beslemesi 12 Vdc -%10 / 24 Vdc +%10’dur.

SX DETECTORS IN Exd METAL HOUSING WITH RELAY OUTPUT

Gas detectors available for methane,LPG,petrol vapour and carbon monoxide.The detector is fit inside an ATEX approved metal case
with EXx d protection mode.The power supply for all the models is 12Vdc -10% / 24Vdc +10%.

Teknik Ozellikler Technical Specifications

Besleme 112...24v Power supply $12...24v

Cikis 1 3x1A@250V Output :3x1IA@250V

Filtre : Sinterlenmis Filter : Sintered

Koruma sinifi :IP 54 Protection grade : IP 54

Olguler : 135x101x72 mm Dimensions :135x101x72 mm

e TESPIT EDILEN GAZ OLCUM ARALIGI
DETECTABLE GAS MEASUREMENT RANGE

S$XC2010003 co 0...500 ppm
SXM2040003 Dogalgaz - Natural gas 0...50 % L.E.L.
SXG2040003 LPG 0..50 % L.E.L.
SXV2040003 Benzin buhari - Petrol vapour 0...50 % L.E.L.
SXM2060003 Dogalgaz - Natural gas 0...100 % L.E.L.
SXG2060003 LPG 0...100 % L.E.L.
SXV2060003 Benzin buhari - Petrol vapour 0...100 % L.E.L.
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DOGALGAZ SENSORU
REMOTE SENSOR FOR NATURAL GAS

SGI ME1
Dogalgaz sens6rii.RGI 001 MSX2,RGI ME1 MSX2 ve RGI 000 MSX4 kontrol panellerine baglanabilir.

SGI ME1
Remote sensor for natural gas leakages.It can be connected to RGI 001 MSX2,RGI ME1 MSX2 and RGI 000 MSX4 control panels.

Teknik Ozellikler Technical Specifications
Glg kaynagi 1 7.5V =1%20 (baglandigi cihazdan beslenir) Power supply : 7.5V = %20 (through the device it is connected to)
Sensor tipi . yariileken sensor Sensor type : semiconductor
Sensor omri : 5wyl Sensor life : 5 years
Filtre : paslanmaz gelik Filter : stainless steel
Alarm esik degeri : %13 L.E.L. Alarm threshold :13% L.E.L.
LED gostergeleri : Yesil aktif LED indicators  : Green active
Sari hata Yellow fault
Kirmizi alarm Red alarm
Koruma sinifi 1 IP54 Protection grade : IP54
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LPG SENSORU
REMOTE SENSOR FOR LPG

SGI GP1
LPG sensori.RGI 001 MSX2,RGl GP1 MSX2 ve RGI 000 MSX4 kontrol panellerine baglanabilir.

SGI GP1
Remote sensor for LPG leakages.It can be connected to RGI 001 MSX2,RGI GP1 MSX2 and RGI 000 MSX4 control panels.

Teknik Ozellikler Technical Specifications
Gug kaynagi : 7.5V =1%20 (baglandigi cihazdan beslenir) Power supply 1 7.5V =1%20 (through the device it is connected to)
Sensor tipi : yari ileken sensor Sensor type : semiconductor
Sensor omri : Syl Sensor life : 5 years
Filtre : paslanmaz gelik Filter : stainless steel
Alarm esik degeri: %13 L.E.L. Alarm threshold :13% L.E.L.
LED gostergeleri : Yesil aktif LED indicators  : Green active
Sari hata Yellow fault
Kirmizi alarm Red alarm
Koruma sinifi . IP54 Protection grade : IP54
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AKSESUARLAR
ACCESSORIES

s swssmmmmmn’  ACI SO1

8 giris modulu 32 zonlu Multigate sistem igin.

8 input module only for Multigate system, 12 Vicc power supply.

ACD S01

Gorintileme modili. Multigate sistem igin. Gaz tipini, sensorlerin konsantrasyonlarini
giris/cikisi, kontrol panelinin durumunu ve girislerin ismini gostermektedir.

Monitoring Module displaying the status of the Multigate system, showing gas type,
concentration of the sensors, input/output, central unit status and name of inputs.

ACS W01

PC yazilimi Multigate sistemden bilgileri goriintller. Gaz tipini, sensorlerin
konsantrasyonlarini giris/cikisi, kontrol panelinin durumunu ve giriglerin ismini
gostermektedir.

PC software displaying information from the Multigate system, showing gas type,
concentration of the sensors, input/output, central unit status and name of inputs.

ACI SBO
Araylz. Analog bir transmitteri S-bus transmittere cevirir.

Interface that allows to convert an analog trasnmitter (4...20 mA) into a S-bus trasnmitter.

ACI MBO
Araylz.Analog bir transmiteri Modbus transmitere cevirir.

Interface that allows to convert an analog trasnmitter into a Modbus transmitter.

ACCRELO3
Role araylizii. 4-20 mA cikislari réle gikisina gevirir (3x1A@250V~ SPDT).
Relay interface, it turns the 4-20 mA outputs in relay outputs (3x1A@250V~ SPDT).

ACCSGB 12
Yedek batarya Kontrol panellerine baglanir. Batarya yaklasik 3 saat idare etmektedir.

Back-up battery for RGI 000 MSX4, RGI 000 LBXD, RGI 000 MBX2, RGI 001 MSX2. 8V-12V
outputs. Battery autonomy ~3 hours (depending on the loads connected).

ACC SRL 220
Flasorll alarm kornasi, 70 dB, Elektronik buzzer, 90 dB 220V, Motorlu siren, 115 dB 220V
Flasher alarm horn, 70 dB, Electronic buzzer, 90 dB 220V, Motor siren, 115 dB 220 V
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PORTATIF GAZ DEDEKTORU

PORTABLE GAS DETECTOR

POR RDZ BI

PORTATIF GAZ DEDEKOTORU

Mikroislemci tabanli portatif gaz alarm cihazi. Dogalgaz ve LPG gibi hidrokarbon gazlari icin kullanilir.4 basamaklh genis LCD
ekrani, pil durum gostergesi ,ses ikazi ,otomatik sifirlama ve otomatik kapatma 6zelligi vardir. Parametreler kullanici tarafindan
degistirilebilir.

PORTABLE GAS DETECTOR

Microprocessor based portable gas detector. For hydrocarbon gases (natural gas,LPG,...).Wide LCD display with 4 digits,with
measurements unit and battery charge indication,acoustic alarm. Hold, auto-zero and auto-shut off functions. Parameters can be
configured by user.

Teknik Ozellikler Technical Specifications
Gug¢ kaynagi : 6x1,5V AAA alkalin pil Power supply ! 6x1,5V AAA alkaline batteries
Sensor tipi : yari ileken sensér Sensor type . semiconductor

Oto kapat tresi: 0...30 dakik
0 kapatma suresi aktka Auto-shut off time : 0...30 minutes

Olgu birimleri :ppm,%vol., % L.E.L. Measurement units: ppm,%vol., % L.E.L.

Olgtim arahg : CH4 (natural gas) : 0...10.000 ppm Measurement range: CH4 (natural gas) : 0...10.000 ppm
C4H10 (LPG) :0...1.800 ppm C4H10 (LPG) :0...1.800 ppm

Koruma Sinif 1 1P20 Protection grade  : 1P20
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SELENOID VALFLER
SOLENOID VALVES

MANUEL RESETLI SELENOID VALFLER
MANUAL RESET SOLENOID VALVES

NORMALDE AGIK / NORMALLY OPEN 550 MBAR
NORMALDE ACIK / NORMALLY OPEN 6 BAR
NORMALDE KAPALI / NORMALLY CLOSED 550 MBAR
NORMALDE KAPALI / NORMALLY CLOSED 6 BAR

OTOMATIK SELENOID VALFLER
AUTOMATIC SOLENOID VALVES

HIZLI ACILIP HIZLI KAPANAN / FAST OPENING and CLOSING

HIZLI AGILIP HIZLI KAPANAN DEBI AYARLI / FAST OPENING and CLOSING WITH FLOW ADJUSTMENT
YAVAS ACILIP HIZLI KAPANAN DEBi AYARLI / SLOW OPENING and FAST CLOSING WITH FLOW ADJUSTMENT
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NORMALDE ACIK 550 MBAR

Selenoid valfler gaz kagak dedektériine baglanmak Gizere dizayn edilmistir ve bir alarm durumu tespit edildiginde gaz akisini keser.

Alarm durumu ortadan kaldirildiktan sonra cihaz el ile tekrar kurulmalidir.Cihazi tekrar devreye almak igin , bobinde elektrik
olmadigindan emin olduktan sonra kurma kolu yukari ¢ekilir.

NORMALLY OPEN 550 MBAR

Solenoid valves have been designed to be combined with any gas detection system and shut off the gas flow when an alarm
situation is detected. After alarm situation is removed, solenoid valve must be reset manually. In order to reset the valve,check that
the coil is not receiving current and pull the reset knob.

Teknik Ozellikler Technical Specifications

Besleme glicli : 230 Vac, 24 Vac, 12 Vdc Power supply 1230 Vac, 24 Vac, 12 Vdc

Govde CW LW, 17, LW, 1%, 27 piring Body B, %7, 17,1%7,1%", 2" brass
DN65 ,DN80 ,DN100 aliminyum DN65 ,DN80 ,DN100 aliiminium

Maksimum basing: 550 mbar Maximum pressure : 550 mbar

Kapatma siliresi  : < 1sn. Closing time :<1sn.

Galisma sicakligr :-15°C...+70°C Working temperature :-15°C..+70°C

Koruma sinifi 1 IP 65 Protection grade 1P 65

Disli baglanti :1S0 228/1 Threaded connection 1150 228/1

Flangh baglantt  : UNI 2223 Flanged connection :UNI 2223



MANUEL RESETLI SELENOID VALFLER
MANUAL RESET SOLENOID VALVES

NORMALDE ACIK 6 BAR

Selenoid valfler gaz kagak dedektoriine baglanmak Uzere dizayn edilmistir ve bir alarm durumu tespit edildiginde gaz akisini
keser.Alarm durumu ortadan kaldirildiktan sonra cihaz el ile tekrar kurulmalidir.Cihazi tekrar devreye almak icin,bobinde elektrik
olmadigindan emin olduktan sonra disli modellerde koruyucu basligi sékiiniiz ve kurma kolunu gekiniz.islem tamamlaninca bashg;
tekrar takiniz. Flangl modellerde kurma kolunu gekiniz.

NORMALLY OPEN 6 BAR

Solenoid valves have been designed to be combined with any gas detection system and shut off the gas flow when an alarm
situation is detected. After alarm situation is removed, solenoid valve must be reset manually. In order to reset the valve,check
that the coil is not receiving current, for threaded models unscrew the protection cap and pull the reset knob. Screw the cap when
operation is completed.For flanged models pull the reset knob.

Teknik Ozellikler Technical Specifications

Besleme glici  : 230 Vac, 24 Vac, 12 Vdc Power supply : 230 Vac, 24 Vac, 12 Vdc

Govde LW, 17,1 W, 1%, 27 piring Body B, %”,17,1%”,1%”,2” brass
DN65 ,DN80 ,DN100 aliiminyum DN65 ,DN80 ,DN100 aliiminium

Maksimum basing: 6 bar Maximum pressure 16 bar

Kapatma stresi :<1sn. Closing time 1< 1sn.

Calisma sicakligi :-15°C...+70°C Working temperature :-15°C..+70°C

Koruma sinifi :IP 65 Protection grade :IP 65

Disli baglanti 1150 228/1 Threaded connection 1150 228/1

Flansh baglantt  : UNI 2223 Flanged connection :UNI2223
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NORMALDE KAPALI 550 MBAR

Selenoid valfler gaz kagak dedektériine baglanmak lizere dizayn edilmistir ve bir alarm durumu tespit edildiginde gaz akisini keser.

Alarm durumu ortadan kaldirildiktan sonra cihaz el ile tekrar kurulmalidir. Cihazi tekrar devreye almak igin , bobinde elektrik
oldugundan emin olduktan sonra disli modellerde koruyucu baslik sékiildiikten sonra kurma kolunu gekiniz.islem tamamlaninca
basligi tekrar takiniz. Flansl modellerde koruyucu bashigi sékiiniiz ve ters cevirip sikarak yukari cekiniz.islem tamamlaninca baslig
tekrar ilk haline getiriniz.

NORMALLY CLOSED 550 MBAR

Solenoid valves have been designed to be combined with any gas detection system and shut off the gas flow when an alarm situation
is detected. After alarm situation is removed, solenoid valve must be reset manually. In order to reset the valve,check that the coil is
receiving current, for threaded models and pull the reset knob after having unscrewed the protection cap.Screw it when operation
is completed. For flanged models unscrew the protection cap and screw it down in the apposite threading and pull it up.When
operation is completed,unscrew the cap and screw it in first position.

Teknik Ozellikler Technical Specifications
Besleme glici  : 230 Vac, 24 Vac, 12 Vdc Power supply 1230 Vac, 24 Vac, 12 Vdc
Govde BT LA” 17, LW, 1L, 27 piring Body WL W, 17,17, 17, 27 brass
DN65 DN80 ,DN100,DN125,DN150 altiminyum DN65 DN80 DN100, DN125,
Maksimum basing: 550 mbar DN150 altminium
Kapatma siiresi  : < 1sn. Maximum pressure : 550 mbar
Galigma sicakligi : -15°C...+70°C Closing time 1< 1sn.
Koruma sinifi -IP 65 Working temperature :-15°C...+70°C
Disli baglant :150 228/1 Protection grade 1P 65
Flansli baglanti  : UN1 2223 Threaded connection 1150 228/1
Flanged connection :UNI 2223



MANUEL RESETLI SELENOID VALFLER
MANUAL RESET SOLENOID VALVES

NORMALDE KAPALI 6 BAR

Selenoid valfler gaz kagak dedektériine baglanmak lizere dizayn edilmistir ve bir alarm durumu tespit edildiginde gaz akisini keser.
Alarm durumu ortadan kaldirildiktan sonra cihaz el ile tekrar kurulmalidir. Cihazi tekrar devreye almak igin , bobinde elektrik
oldugundan emin olduktan sonra disli modellerde koruyucu baslik sékiildiikten sonra kurma kolunu gekiniz.islem tamamlaninca
basligi tekrar takiniz. Flansl modellerde koruyucu bashigi sékiiniiz ve ters cevirip sikarak yukari cekiniz.islem tamamlaninca baslig
tekrar ilk haline getiriniz.

NORMALLY CLOSED 6 BAR

Solenoid valves have been designed to be combined with any gas detection system and shut off the gas flow when an alarm situation
is detected. After alarm situation is removed, solenoid valve must be reset manually. In order to reset the valve,check that the coil is
receiving current, for threaded models and pull the reset knob after having unscrewed the protection cap.Screw it when operation
is completed. For flanged models unscrew the protection cap and screw it down in the apposite threading and pull it up.When
operation is completed,unscrew the cap and screw it in first position.

Teknik Ozellikler Technical Specifications
Besleme glicl : 230 Vac, 24 Vac, 12 Vdc Power supply : 230 Vac, 24 Vac, 12 Vdc
Govde WL W, 1", LW, 1", 27 piring DN65 Body WL w17, LW, 1", 27 brass
DN80 ,DN100,DN125,DN150 aliiminyum DN65 DN80 ,DN100,DN125,DN150
Maksimum basing: 6 bar (DN 125 ve DN150 igin 2 bar) altiminium
Kapatma siiresi : < 1sn. Maximum pressure 16 bar (2 bar for DN 125 and DN150)
Galisma sicakligi :-15°C...+70°C Closing time : s 1sn.
Koruma sinifi -IP 65 Working temperature :-15°C..+70°C
Digli baglanti  :1SO 228/1 Protection grade 2P 65
Flansl baglanti  : UNI 2223 Threaded connection 1150 228/1
Flanged connection :UNI2223
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OTOMATIK SELENOID VALFLER
AUTOMATIC SOLENOID VALVES

Otomatik selenoid valfler gaz besleme hatlarinda kontrol ve giivenlik amaciyla gazi kesmek icin kullaniimaktadir. Dogalgaz,propan
ve LPG dahil farkh gazlar igin uygundur. %” giris ve cikis noktalari CPI switch,manometre ve interlok sistemlere baglamak igin
uygundur.EN 161 onayhdir.

Automatic solenoid valves are used for safety and control of gas to shut off gas in gas feed lines. Suitable for various gases including
natural gas,propane and LPG. %" inlet and outlet plugs are suitable for CPl switch,pressure gauges,connection to interlock systems.
EN 161 approved.

MODELLER
MODELS

Hizh Agihp Hizl Kapanan Fast Opening and Closing

Pmax : 360 mbar / 6 bar Pmax : 360 mbar / 6 bar

A¢ma suresi :<1sn. Opening time : < 1second

Kapama siiresi  :<1sn. Closing time : < 1second

Calisma sicakhgr :-20°C...+60°C Working temperature : -20°C...+60°C

Govde :aliminyum Body : Aluminium

Baglanti capi 1 %4”..2” disli DN65...DN100 flansli Connections 1 %7..2” threaded DN65...DN100 flanged
Hizhi Agihp Hizlh Kapanan — Debi Ayarli Fast Opening and Closing — With Flow Adjustment
Pmax : 360 mbar / 6 bar Pmax : 360 mbar / 6 bar

Ac¢ma suresi :<1sn. Opening time : < 1second

Kapama sliresi  : < 1sn. Closing time : < 1second

Galisma sicakhgr :-20°C...+60°C Working temperature : -20°C...+60°C

Govde :aliminyum Body : Aluminium

Baglanti capi 1 %”..2” disli DN65...DN100 flansh Connections : %57..2” threaded DN65...DN100 flanged
Yavas Acilip Hizli Kapanan — Debi Ayarl Slow Opening and Fast Closing — With Flow Adjustment
Pmax : 360 mbar Pmax : 360 mbar

Agma siresi : < 1sn.yavas agma 1-30 sn Opening time : < 1second slow opening from 1 to 30 seconds
Kapama slresi  :<1sn. Closing time : < 1second

Calisma sicakhgi :-20°C...+60°C Working temperature : -20°C...+60°C

Govde s aliminyum Body : Aluminium

Baglanti capi c»"..2"7 disli Connections : %57..2” threaded
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PORTATIF DiJITAL MANOMETRE

Dijital mikromanometre.En ¢ok kullanilan 6 dl¢iim biriminden istenilen 6l¢tiim birimi segilebilir. Cihaz programlanabilir oto kapatma
ozelligi,otomatik sifirlama 6zelliklerine sahiptir.

e LCD ekran

o QOlctim araliginin disinda olmasi halinde sesli ikaz ve gdsterge

PORTABLE DIGITAL MANOMETER

Digital micromanometer with the possibility of selecting the desired measurement unit among 6 most widely used.This instrument
features programmable auto shut off,auto zero and hold function.

e [CDdisplay

e Acoustic and visual indication in case of over-under range

Teknik Ozellikler Technical Specifications

Gli¢ Kaynagi : 6x1,5V AAA alkalin pil Power supply : 6x1,5V AAA alkaline batteries

Pil dGmru : 100 Batery life 0100

Otomatik kapatma : 1-30 dakika arasinda ayarlanabilir Auto shut off : 1-30 minutes adjustable

Olclim arahgi : + 130 hPa (=mbar) Full scale range :+ 130 hPa (=mbar)

Olclim birimleri : Pa,hPa(=mbar),kPa,mmH20,mmHg,PSI Measurement range: Pa,hPa(=mbar),kPa,mmH20,mmHg, PSI
Koruma sinifi :1P30 Protection guide : P30



MANOMETRELER
MANOMETERS

Uygulama Alanlari : Genel amagli basing 6l¢im uygulamalari
Isitma-havalandirma sistemleri
hidrolik-pnématik sistemler
korozif, yanici ve patlayici etkisi olmayan gaz ve sivi akiskan uygulamalari.

Gosterge Cap : @40, $50, P63, 100 ve @160 mm

Olciim Aralig :-1...0barile0... 60 bar arasi

Proses Baglantis : G1/8 BSP (®40), G1/4 BSP (@50, ¢¥63), G1/2 B (100, #160), istege bagh dlciler
Hassasiyet :CL2.5

Akiskan Sicakhigi : +60°C maksimum

Application : General purpose pressure measurement applications

Heating and ventilation systems
Hydraulic -pneumatic systems,
Non corrosive , non flammable and non explosive gas and liquid applications

Indicator Diameter 1 @40, 350, P63, @100 ve #160 mm

Measurement Range :-1...0barand0 ... 60 bar

Process connection : G1/8 BSP (40), G1/4 BSP (250, #63), G1/2 B (@100, #160), on request

Sensitivity :CL2.5

Fluid Temperature :+60 °C maximum

KOD / CODE CAP / DIAMETER OLCUM ARALIGI / MEASUREMENT RANGE

Mo1 @ 63 mm 0-1 bar
MO02 @ 63 mm 0.2- 5 bar
MO03 @63 mm 0-4 bar
MO04 @63 mm 0-6 bar
MO05 @63 mm 0-10 bar
MO06 @63 mm 0-16 bar
MO07 @63 mm 0-25 bar
M08 @63 mm 0-100 mbar
M09 @63 mm 0-160 mbar
M10 @63 mm 0-250 mbar
M11 @63 mm 0-400 mbar
M12 @63 mm 0-600 mbar
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COKLU TUP SISTEMLERI
MULTI-CYLINDER SYSTEMS

LPG TUP SiSTEMLERI

Cok tliplt bu sistemler domestik ve ticari ¢ok tlipli LPG tesisatlarinda kullanilir.Duvara giivenli ve dogru bir montajin yapilabilmesi
icin Uriinlerde destek plakasi bulunmaktadir.Tupler degistirilirken gaz kacagi olmamasi igin Uriinlerin giris kisminda dahili cek valf
vardir. Bazi kollektorlerde yiiksek basing tahliye vanasi bulunmaktadir.

MULTI CYLINDER SYSTEMS

These multi-cylinder systems are used for domestic and commercial LPG multi-cylinder applications.These products are all equipped
with a bracket for a correct and safe installation on a wall. They are equipped with an internal non return valve in the inlet connections
to avoid any leakage whilst the cylinders are changed.Certain manifolds are equipped with a high pressure relief valve.

KOD TANIM KAPASITE BAGLANTI CAPI GIRIS BASINCI CIKI$ BASINCI

CODE DESCRIPTION FLOW RATE CONNECTIONS INLET PRESSURE OUTLET PRESSURE
NC-6708 MCTR-6700 Kollektor seti 2'li 4 kg/h Mal-W20LH-UNI x Fem 3/8” 16 bar 30 (25-45) mbar
NC-6726 MCTR-6700 Kollektor seti 2’li 10 kg/h Mal-W20LH-UNI x Fem %" 0.5-4 bar 30 (25-45) mbar
NC-6624 CTR-6600 Propan kollektor seti 2’li - Mal-W20LH-UNI x Mal-W20LH-UNI 20 bar = Pgiris = 20 bar

Domuz Kuyrugu / Pigtails

KOD TANIM BOY CAP MAX BASING

CODE DESCRIPTION LENGTH DIAMETER MAX PRESSURE
NDK-01 LPG igin domuz kuyrugu 75 cm 5/16” x 5" 10 bar
NDK-02 LPG igin domuz kuyrugu 75 cm WX %” 10 bar
NDK-03 Propan igin domuz kuyrugu 50 cm 5/16” x 15" 215 bar
NDK-04 Propan igin domuz kuyrugu 50 cm WX 215 bar
NDK-05 Propan igin domuz kuyrugu 75 cm 5/16” x 1" 215 bar
NDK-06 Propan igin domuz kuyrugu 75 cm W x %" 215 bar
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