
 

 
 
 

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FLANŞLI REGÜLATÖRLER 
FLANGED REGULATORS 

 

 

 

 

DN65-DN80-DN100 GAZ REGÜLATÖRLERİ 
 
Yay baskılı bu regülatörler UNI EN 88 A sınıfı grup 2 özelliklerine göre dizayn 
edilmiş olup;doğalgaz,LPG ve korozif olmayan tüm gaz tipleri ile 
kullanılabilmektedir.Bu regülatörler,hem endüstriyel hem de endüstriyel olmayan 
tesisatlarda çoğunlukla doğalgaz ve LPG dağıtım borularında ve brülörlerin 
besleme hatlarında kullanılmaktadır.Yay baskılı regülatörler, balanslı obtuatörlü 
ve çift güvenlik diyaframlı kendi kendine hareket eden tiptedir.Çift diyafram, 
cihazın harici bir havalandırma borusuna bağlanmadan servis kutusu içerisinde 
kullanımına olanak sağlamaktadır. 
 

Spring-loaded governors,are designed and built according UNI EN 88 class                 
A-group 2 specifications,can be used for all the types of natural gas,LPG or not 
corrosive gases.These regulatorsare widely used in supply lines for mixed and 
combinated burners and in the piped distribution of methane gas and LPG in 
both Industrial and non-Industrial applications.Spring-loaded governors are self-
acting type with balanced obturator and double safety diaghragm.The double 
diaghragm allow to use the device within the cabinet,without connecting an 
external pipe venting. 
 
 
 

TEKNİK ÖZELLİKLER / TECHNICAL SPECIFICATIONS 

Pmax  : 500 mbar / 1 bar / 2 bar 

Çıkış basıncı / Outlet pressure : 10-300 mbar (standard :21 (10-27) mbar ) 

Bağlantılar / Connections : Flanşlı / Flanged 

Gövde / Body  : Dökme alüminyum / Die cast aluminium 

Çaplar / Diameters  : DN65 - DN80 - DN100 

Filtreleme / Filtration : ≤ 50 μm 

Test noktası / Test point : 1/8” NPT  (opsiyonel /optional) 

Çalışma sıcaklığı/Working temp. : -20oC …+60oC 

Onay / Approval : UNI EN 88-2:2008 

 
 

MALZEMELER / MATERIALS 

Gövde / Body  : Dökme alüminyum / Die cast aluminium 

   Gd – AlSi12Cu – EN AB 46100 

Diyaframlar / Diaghragms : NBR 60Sh – DvGW EN 549 

Plastik parçalar/Plastic comp. : Beyaz POM / White POM  - Pa 66+25% Gf 

 
 

AĞIRLIK / WEIGHT (kgs) 

DN65 DN80 DN100 

16,00 15,30 14,60 
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FİLTRELİ GAZ REGÜLATÖRÜLERİ / GAS REGULATORS WITH FILTER 

 GAZ REGÜLATÖRLERİ / GAS REGULATORS  

DEBİ GRAFİĞİ / FLOW CHART 
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